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Crushers 
Scrap shears
Pulverisers

Multisystems

MS MULTISYSTEMS

Technical specifications MS09R MS15R MS22R MS30R MS40R MS60R MS140R

Carrier weight (bucket position) t 10 - 15 16 - 20 21 - 27 28 - 35 40 - 50 60 - 70 120 - 160

Excavator weight (stick mounted) t 7 - 10 10 - 15 12 - 18 15 - 24 24 - 30 30 - 50 80 - 120

Work pressure bar 300 - 320 320 - 350 320 - 350 320 - 350 320 - 350 320 - 350 320 - 350

Oil flow l/min 90 - 120 130 - 150 180 - 220 200 - 250 250 - 300 280 - 320 600 - 800

MS + CR jawset Weight incl. top bracket kg 950 1.650 2.210 2.750 4.550 6.500 14.000

Cutting force t 140 190 272 285 400 480  - 

Jaw opening mm 650 750 890 900 1.200 1.540 2.500

Height mm 1.550 1.860 1.980 2.240 3.045 3.255 4.300

MS + CP jawset Weight incl. top bracket kg  - 1.700 2.250 2.900 4.650 7.000  - 

Cutting force t  - 188 270 266 400 571  - 

Jaw opening mm  - 650 780 875 950 1.250  - 

Height mm  - 1.830 1.955 2.260 2.950 3.095  - 

MS + SH jawset Weight incl. top bracket kg 950 1.700 2.200 2.850 4.550 6.600 14.000

Cutting at pin t 212 365 874 750 1.250 1.400 3.400

Jaw opening mm 275 330 460 485 620 875 1.150

Height mm 1.415 1.800 1.995 2.070 2.845 3.165 4.150

MS + CC jawset Weight incl. top bracket kg 980 1.700 2.235 2.900 4.700 6.600  - 

Cutting force t 114 195 229 275 467 507  - 

Jaw opening mm 585 700 830 825 1.075 1.385  - 

Height mm 1.500 1.860 2.020 2.220 3.070 3.355  - 

MS + PSH
 jawset

Weight incl. top bracket kg  -  - 2.070 2.650 4.300 6.000  - 

Cutting at pin t  -  - 1.016 750 1.250 1.400  - 

Jaw opening mm  -  - 300 225 370 400  - 

Height mm  -  - 1.895 2.160 2.705 3.090  - 

  

SH EAGLE SCRAP SHEARS

Technical specifications SH25R SH50R SH100R SH130R SH180R SH310R

Excavator weight (bucket place) t 5 - 7 7 - 10 11 - 13 13 - 17 18 - 25 30 - 40

Excavator weight (stick place) t 2 - 4 4 - 6 7 - 10 8 - 12 14 - 18 20 - 28

Operational weight kg 380 650 1.100 1.220 2.100 3.300

Operating pressure bar 200 - 250 250 - 300 250 - 300 250 - 300 320 - 350 320 - 350

Oil flow l/min 60 - 100 80 - 100 90 - 110 90 - 110 150 - 200 200 - 250

Operating pressure rotation bar 190 - 200 90 - 100 190 - 200 90 - 100 130 - 150 100 - 115

Oil flow rotation l/min 10 - 15 15 - 20 10 - 15 30 - 40 30 - 40 30 - 40

Jaw opening A mm 195 290 375 375 445 565

Jaw depth B mm 200 290 395 395 525 630

Length of shear C mm 1.350 1.900 2.000 2.100 2.700 3.300

  
Technical specifications SH410R SH550R SH700R SH900R SH1500R SH2000R

Excavator weight (bucket place) t 45 - 55 55 - 65 75 - 85 90 - 110 110 - 170 170 - 200

Excavator weight (stick place) t 28 - 39 39 - 45 45 - 60 60 - 80 80 - 110 110 - 150

Operational weight kg 4.700 5.750 7.700 10.100 14.500 21.000

Operating pressure bar 320 - 350 320 - 350 320 - 350 320 - 350 320 - 350 320 - 350

Oil flow l/min 250 - 300 275 - 375 500 - 600 600 - 700 700 - 1.000 700 - 1.000

Operating pressure rotation bar 100 - 115 100 - 115 140 - 150 170 - 190 170 - 200 170 - 200

Oil flow rotation l/min 30 - 40 30 - 40 50 - 60 55 - 65 140 - 150 140 - 150

Jaw opening A mm 670 760 830 940 1.100 1.200

Jaw depth B mm 720 780 840 950 1.100 1.200

Length of shear C mm 3.700 3.950 4.300 4.600 5.200 6.000

CESOIE SH   EAGLE II

DIMENSIONI

MODELLO SH25R SH50R SH100R SH130R SH180R SH310R SH410R SH550R SH700R SH900R SH1500R SH2000R SH700 SH900 SH1500 SH2000

A mm 195 290 375 375 445 565 670 760 830 940 1075 1200 830 940 1100 1200

B mm 200 290 395 395 525 630 720 780 840 950 1100 1200 840 950 1100 1200

C mm 1350 1900 2000 2100 2700 3300 3700 3950 4300 4600 5200 6000 3730 4070 5200 5400
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CESOIE SH   EAGLE II

DATI TECNICI

 ROTAZIONE 360° IDRAULICA SENZA ROTAZIONE

MODELLO SH25R SH50R SH100R SH130R SH180R SH310R SH410R SH550R SH700R SH900R SH1500R SH2000R SH700 SH900 SH1500 SH2000

Peso escavatore  
SH posto benna t 4-6 6-9 10-12 13-17 18-27 28-39 39-50 51-65 70-90 91-110 110-170 170-200 60 80

Contattare

tecnico

Contattare

tecnico

Peso escavatore  
SH posto braccio t 2-4 4-6 7-10 8-12 14-18 20-28 28-39 39-45 45-60 60-80 80-110 110-150 31 40

Contattare

tecnico

Contattare

tecnico

Peso attrezzatura* kg 380 650 1100 1220 2100 3300 4700 5750 7700 10100 15000 21000  6750 9100 12500 19500

Pressione di esercizio bar 200-250 250-300 250-300 250-300 320-350 320-350 320-350 320-350 320-350 320-350 320-350 320-350 320-350 320-350 320-350 320-350

Portata olio l/min 60-100 90-120 90-110 90-110 150-200 200-250 250-300 275-375 500-600 600-700 800-1000 700-1000 500-600 600-700 800-1000 700-1000

Max pressione 
motore di rotazione bar 190-200 90-100 190-200 90-100 90-100 100-115 100-115 100-115 140-150 170-190 170-190 170-200 - - - -

Portata olio 
motore di rotazione l/min 10-15 15-20 10-15 30-40 30-40 30-40 30-40 30-40 50-60 55-65 130-150 140-150 - - - -

Valvola di velocità

Parti di usura 
intercambiabili
Sistema di ingrassaggio 
automatico
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CR CRUSHERS

Technical specifications CR2 CR4 CR5

Carrier weight class t 3 - 5 3 - 6 6 - 10

Operational weight kg 240 320 530

Operating pressure bar 180 - 220 250 200 - 250

Oil flow l/min 30 - 50 65 50 - 90

Jaw opening A mm 360/0 440/0 450/0

Height B mm 1.070 1.070 1.290

 

Technical specifications CR5R CR15R CR20R CR26R CR40R CR60R CR80R CR100R CR120R

Carrier weight class t 7 - 11 16 - 20 21 - 26 27 - 35 45 - 55 60 - 70 75 - 95 100 - 120 120 - 140

Operational weight kg 630 1.600 2.100 2.800 4.720 6.250 8.250 11.000 12.000

Operating pressure bar 200 - 250 280 - 320 280 - 320 280 - 320 280 - 320 320 - 350 320 - 350 320 - 350 320 - 350

Oil flow l/min 50 - 90 130 - 150 180 - 220 220 - 250 250 - 300 320 - 350 500 - 600 600 - 800 600 - 800

Jaw opening A mm 450/0 800/0 1.050/0 1.100/0 1.350/0 1.580/0 1.800/0 2.050/0 2.310/320

Height B mm 1.315 1.800 2.030 2.200 2.800 3.020 3.400 3.200 3.300

 

Hydraulic Crushers from CR line have been designed to get the best out of 
demolition operations, particularly the ones involving reinforced concrete 
structures as well as “high reach” applications. Every single feature of the CR 
allows for a fast, accurate and safe demolition. 

CR Crusher

CR 2

TECHNICAL DATA

360° MECHANICAL ROTATION 360° HYDRAULIC ROTATION

MODEL CR2 CR5 CR15 CR20 CR26 CR40 CR5R CR15R CR20R CR26R CR40R CR60R CR80R CR100R CR120R

Excavator Weight t 2-4 5-14 14-18 18-24 24-35 35-50 5-14 14-18 18-24 24-35 35-50 50-65 70-90 90-130 100-150

Tool Weight* kg 240 530 1600 2100 2800 4720 630 1600 2100 2800 4720 6250 8250 11000 12000

Opening A (Max/Min) mm 360/0 450/0 800/0 1050/0 1100/0 1350/0 450/0 800/0 1050/0 1100/0 1350/0 1580/0 1800/0 2050/0 2310/320

Height H mm 1070 1290 1800 2030 2200 2800 1315 1800 2030 2200 2800 3020 3400 3200 3300

Hydraulic working pressure bar 180-220 200-250 280-320 280-320 280-320 280-320 200-250 280-320 280-320 280-320 280-320 320-350 320-350 320-350 320-350

Oil flow l/min 30-50 50-90 130-150 180-220 220-250 250-300 50-90 130-150 180-220 220-250 250-300 320-350 500-600 600-800 600-800

We are constantly improving our products and therefore we reserve the right to change the design and technical specifications without prior notice. * Tool weight does include Mantovanibenne top bracket. 

DESIGN
FOR MODEL CR2

BT CRR - 10BT CR - 06

High Power
Thanks to the work of the two 
powerful cylinders this attachment 
gives an enormous force to the tips.

Reversed cylinder and forged rod 
The forged rod, without any welding, 
assures maximum reliability. Reversed 
cylinders installation save the rod from 
external shocks during demolition.

Hydraulic rotation 
The sturdy rotation allows accurate 
positioning of the attachment in any 
working application and in complete 
safety. The crusher can also be supplied 
with mechanical rotation.

Large opening
All CR models have twin pins designed 
to give maximum jaw opening with high 
crushing force. 

Speed Valve  patented
The patented Speed Valve allows higher 
productivity of the crusher through faster cycle 
times (opening/closing) and also protects the 
hydraulic circuit from pressure peaks. CR2 and CR5 
are without speed valve.

Blades
On each model there are blades 
for rebar cutting. Blades can be 
turned for extended wear life.

Heat-treated pins and bushings
Special heat treatment of pins and bushings 
grants an excellent wear resistance.

Tooth Profiles
Specially developed tooth profiles 
for better penetration.

Jaws without synchronism
The jaws are not synchronised to facilitate demolition 
when it’s not possible to position the equipment 
properly, reducing stress on the structure.
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MECHANICAL ROTATION

HYDRAULIC ROTATION

CC CRUSHERS

MCR CRUSHERS

Technical specifications CC35R CC65R

Carrier weight class t 30 - 40 60 - 70

Operational weight kg 3.500 6.650

Operating pressure bar 320 - 350 320 - 350

Oil flow l/min 280 - 300 500 - 600

Jaw opening mm 1.100 1.525

Jaw depth mm 830 1.035

Height mm 2.270 3.000

Technical specifications MCR350 MCR650 MCR950

Carrier weight class t 2 - 4 5 - 14 9 - 16

Operational weight kg 320 630 920

Standard weight kg 290 570 725

Operating pressure bar 250 350 350

Operating pressure rotation bar 200 210 210

Oil flow l/min 180 180 180

Oil flow rotation l/min 25 25 25

Jaw opening mm 415 500 690

Jaw depth mm 220 270 330

Height mm 1.010 1.420 1.825

Force at blade ton 100 120 240

Force at tips ton 32 47 65

MCP FIXED PULVERISERS

Technical specifications MCP300 MCP480 MCP800 MCP910

Carrier weight class t 2 - 4 5 - 10 18 - 27 28 - 38

Operational weight kg 150 490 2.050 2.850

Operating pressure bar 200 - 250 220 - 280 280 - 320 280 - 320

Oil flow l/min 30 - 60 80 - 100 180 - 220 220 - 280

Jaw opening mm 300 480 850 1.000

Height mm 770 1.225 2.070 2.400

  

Technical specifications MCP600-IT MCP800-IT MCP910-IT MCP1000-IT MCP1300-IT

Carrier weight class t 11 - 18 18 - 27 28 - 38 39 - 50 60 - 90

Operational weight kg 1.050 2.200 3.100 4.200 8.000

Operating pressure bar 280 - 320 280 - 320 280 - 320 280 - 320 320 - 350

Oil flow l/min 100 - 180 180 - 220 220 - 280 280 - 320 500 - 600

Jaw opening mm 620 830 1.000 1.150 1.300

Height mm 1.600 2.070 2.400 2.700 3.250

  

MCP WITH INTERCHANGEABLE TOOTH PLATES

RP ROTATING PULVERISERS

Technical specifications RP07 RP16 RP18 RP25

Carrier weight class t 7 - 10 16 - 20 21 - 26 27 - 35

Operational weight kg 660 1.720 2.000 2.750

Operating pressure bar 220 - 280 300 - 350 300 - 350 300 - 350

Oil flow l/min 90 - 120 180 - 200 180 - 200 200 - 220

Jaw opening mm 500 700 760 930

Height mm 1.560 2.020 2.136 2.440

  

Technical specifications RP10-IT RP16-IT RP20-IT RP30-IT RP40-IT RP50-IT RP80-IT

Carrier weight class t 10 - 15 16 - 20 21 - 26 27 - 35 35 - 50 50 - 65 70 - 95

Operational weight kg 1.100 1.690 2.000 2.850 4.100 5.200 8.200

Operating pressure bar 300 - 350 300 - 350 300 - 350 300 - 350 300 - 350 300 - 350 300 - 350

Oil flow l/min 100 - 180 130 - 150 180 - 200 200 - 220 220 - 280 335 - 375 500 - 600

Jaw opening mm 580 700 750 900 1.000 1.100 1.250

Height mm 1.710 2.150 2.130 2.400 2.780 3.000 3.600

RP WITH FIXED TOOTH PLATES MCP WITH FIXED TOOTH PLATES 

RP WITH INTERCHANGEABLE TOOTH PLATES 

MCR WITH INTERCHANGEABLE TEETH

  
Dehaco B.V. • Kruisbaak 25 • 2165 AJ Lisserbroek (NL) • T +31 (0)88 20 20 600 • info@dehaco.nl


