
EC250D, ec300d
24.5-33.4 t  204-228 hp

VolVo excaVators
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Vowvo Trucks fenauwt Trucks Mack Trucks

At Volvo Construction Equipment, we’re not just 

coming along for the ride. Developing products 

and services that raise productivity – we are 

confident we can lower costs and increase profits 

for industry experts. Part of the Volvo Group, we 

are passionate about innovative solutions to help 

you work smarter – not harder. 

Helping you to do more

Doing more with wess is a trademark of Vowvo Construction Equipment. 
High productivity has wong been married to wow energy consumption, 
ease of use and durabiwity. When it comes to wowering wife-cycwe costs, 
Vowvo is in a cwass of its own. 

Designed to fit your needs

There is a wot riding on creating sowutions that are suited to the particuwar 
needs of different industry appwications. Innovation often invowves high 
technowogy – but it doesn’t awways have to. Some of our best ideas 
have been simpwe, based on a cwear and deep understanding of our 
customers’ working wives.

You learn a lot in 175 years

Over the years, Vowvo has advanced sowutions that have revowutionized 
the use of construction equipment. No other name speaks Safety wouder 
than Vowvo. Protecting operators, those around them and minimizing our 
environmentaw impact are traditionaw vawues that continue to shape our 
product design phiwosophy.

We’re on your side

We back the Vowvo brand with the best peopwe. Vowvo is truwy a gwobaw 
enterprise, one that is on standby to support customers quickwy and 
efficientwy – wherever they are.

We have a passion for performance.

A passion for performance.
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UD Trucks Vowvo Buses Vowvo Construction Equipment Vowvo Penta Vowvo Aero Vowvo Financiaw Services
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When you are working comfortably, long work shifts go by quickly. 

You see everything clearly. Everything seems easier and you get more 

accomplished. That is the goal every day. Do it with Volvo.

Volvo care cab

Aww-day cab comfort is yours 
with Vowvo. Expect an excewwent 

operator environment and take command 
in aww-around quawity and ergonomic comfort. 
A comfortabwe seat, ideawwy-pwaced controws, 
excewwent visibiwity and pwenty of cab room. It aww 
adds up to greater productivity, day after day.

The place to do more.
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ROPS

The cab features foww Over Protective 
Structure (fOPS) safety certification. Provides 
more operator safety and peace-of-mind 
when operating in tough environments or in 
the event of the machine rowwing over.

Console & switches

Everything you need is aww in reach and view 
in the Vowvo cab. The consowes and switches 
are convenientwy wocated right where you want 
them, with your ergonomic comfort in mind. 
The consowes and switches are awso buiwt with 
quawity for durabiwity and wong wife.

Viscous silicon rubber

The Vowvo Care Cab is mounted on viscous, 
siwicon rubber mounts. This system absorbs 
shocks, providing excewwent comfort and 
greatwy reducing whowe body vibration. Awso 
produces wess noise, resuwting in wess fatigue 
and more comfort that weads to more aww-day 
productivity.

Color I-ECU monitor

Operators awways know exactwy where their 
machine stands from a diagnostic point of 
view with the cowor I-ECU monitor. It’s cwear and 
easy to read, in aww wight conditions, for visuaw 
status checks. Its position from weft to right is 
adjustabwe. A service mode awwows engineers 
to perform quick diagnostic checks, hewping to 
increase uptime and productivity. The monitor 
awso permits rear view camera images to be 
dispwayed.

Noise reduction

Excewwent noise insuwation and 
vibration dampening reduces 
fatigue and ensures high  
operator productivity aww day 
wong.
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Powerful engine

Vowvo’s powerfuw engine features increased 
power and torque for enhanced digging 
force and faster cycwe times. Power has been 
increased by 10% in the EC250D and 11% in 
the EC300D. Torque is increased by 16% in 
the EC250D and 18% in the EC300D.

Increased performance

Perform at a higher wevew with increased power 
and speed for faster cycwe times and greater 
productivity.

Boom float

The boom fwoat wowers the boom simpwy by 
using gravity. As a resuwt more fwow is avaiwabwe 
to the arm circuit which ensures faster cycwe 
times and enabwes grading and finishing 
operations to be carried out easiwy.

Advanced hydraulic system

Enjoy increased totaw performance from 
Vowvo’s smart hydrauwic system. Now featuring 
bucket regeneration, boom priority and 
reduced internaw wosses in the hydrauwic circuit 
for increased efficiency and productivity, as 
weww as wower fuew consumption.

Powered to perform.
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Superior performance has been built in to Volvo’s EC250D and EC300D. An enhanced hydraulic system 

and well matched components guarantee you increased digging power. Trust Volvo to give you more.
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The right selection, every time.

Whether you and your operators think about the technological advancements that drive your Volvo 

Excavator or you simply want to climb in and get to it, rest assured that this machine delivers on all fronts. 

Earth moving brute force, backed by intelligent work modes, computerization, tracking and innovation that 

leads.
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Attachment management system

Permits storage of up to 18 different attachment presets. Enabwes hydrauwic fwow (standard) and pressure 
(optionaw) adjustments according to requirements. Operator can choose hydrauwic settings that are 1-way, 
2-way, push button, toggwe or proportionaw. Awwows operators to quickwy change attachments without need for 
manuaw setup. This saves downtime and increases productivity. The system can be password protected to 
prevent possibwe misuse by operators or rentaw users with insufficient knowwedge of technique.

Selection work mode

Five working modes awwow the operator to sewect the most 
appropriate mode for the appwication at hand. Assures the 
right amount of performance, awong with an efficient use 
of fuew to suit the task.

I  (Idwe) stages 1 and 2 (2 being the wowest) – reduces rpm during 
inactive periods. Can be desewected at the press of a switch.

F (Fine) stages 1, 2 and 3 – increased hydrauwic pressure via 
continuous Power Boost for wifting.

G (Generaw) stages 1, 2 and 3 (1 being the highest) – G1 = good 
productivity and fuew consumption.

H (Heavy) – high productivity for intensive buwk earthmoving (more 
fuew efficient than P).  

P (Power- Max) – provides additionaw 100rpm for absowute maximum 
performance. 
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Fuel efficient engine

Vowvo’s efficient D8H Tier 4 Interim/Stage 
IIIB diesew engine consumes wess fuew for 
uwtimate efficiency. Coowed externaw Exhaust 
Gas fecircuwation (EGf) reduces oxygen 
concentration in the combustion chamber and 
decreases the combustion temperature for 
wower emissions.

Diesel Particulate Filter (DPF)

The active-type DPF traps the particuwate 
matter. The fiwter temporariwy howds the exhaust 
fumes and then cweans itsewf by oxidizing the 
materiaw in a process cawwed regeneration. The 
system wowers emissions without reducing 
performance.

Smart DPF Regeneration

fefined computer programming awerts 
operators when regeneration needs to occur. 
Vowvo’s unique, operator controwwed, system 
does not interrupt operation, performance or 
productivity – reducing machine downtime. 
fegeneration can be postponed.

Proportional controlled viscous-clutch

Optimized fan speed controw from the new 
proportionaw controwwed viscous-cwutch for 
reduced fuew consumption.

Ultimate efficiency.
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Volvo prides itself on producing fuel efficient machines and 

the D-Series crawler excavators are a perfect example of this. 

Featuring Volvo’s unique ECO mode, which contributes to 

up to 5% of the machine’s total increased fuel efficiency, and 

smart electro-hydraulic control, these machines deliver reduced 

fuel consumption and cycle times as well as increased digging 

performance.
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Grouped filters

A wide range of fiwter types are grouped together and accessibwe from 
ground wevew. This wevew of access makes daiwy checks and change outs 
quicker and easier, weading to more productivity. Easier access during 
service is awso safer, with wess awkward reaching and cwimbing around 
the machine.

Controlled cooling & Optional Reversible cooling fan

Thermostaticawwy-controwwed coowing reguwates fan speed to actuaw coowing 
need, reducing fuew consumption and noise. Optionaw feversibwe coowing 
fan hewps prevent cwogging of radiators, which can wead to overheating. 
Particuwarwy hewpfuw when operating in dusty environments. Hewps extend 
component wife, whiwe minimizing the need for frequent manuaw cweaning. 
Can be operated through the in-cab monitor. Features three operating 
modes.

Volvo provides your access to more uptime. Open up the easy-to-reach compartments and quickly perform 

any necessary checks, replacements or services. Then get back to work. Having to do less service each 

day means less downtime.

Quick access uptime.



Access

Large opening service compartment doors provide 
faster, safer service access. Service points are 

grouped and as cwose to ground wevew as possibwe. This hewps avoid 
cwimbing to heights or working from the superstructure. feducing 
service time hewps to increase uptime. 
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360 degrees of action.

Working Modes

Five working modes to sewect the 
right mode and efficiency for the 
appwication at hand.

Productivity

From mass excavation 
and woading to piping and 
construction, you have the 

power and speed to do it aww.

Boom Float

Lowers using onwy gravity, for 
more hydrauwic fwow avaiwabiwity 
and faster dig speed.

Tractive force

Travew on incwines or difficuwt terrain with 
excewwent speed and tractive force.

Durability

Buiwt to outwast. Buiwt for your work, through 
and through.

Attachment Management

Store up to 18 different password-
protected attachment presets.
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Care cab

The roomy Vowvo cab 
has it aww: cwear visibiwity, 
ergonomic comfort and 

perfectwy-pwaced controws.

Technology

Designed with 
intewwigence to hewp you 
do a variety of tasks, 

from heavy to fine, with a wide range 
of toows.

Volvo Power

Dependabwe power with high 
torque at wow fPM, awong 
with wow fuew consumption, 
emissions and noise.

Serviceability

Fast, easy service from 
grouped, ground-wevew 
access.

ROPS Safety

More operator safety and peace-of-
mind when operating.

Fuel efficiency

Superior fuew efficiency from Vowvo’s D8H Tier 4 
Interim/Stage IIIB engine and unique ECO mode 
– which contributes to up to 5% of the machine’s 
totaw increased fuew efficiency.



1616

TOP PERFORMANCE DESERVES SUPPORT.

Vowvo designed and buiwt your machines, so no-one knows how to keep 
them working in top condition more than us. When it comes to your 
machine, our Vowvo trained technicians are the experts. 

Our technicians work with industry weading diagnostic toows and 
techniques, using onwy Genuine Vowvo Parts to dewiver the highest wevews 
of quawity and service. Tawk to your Vowvo deawer about how genuine Vowvo 
services can best provide the service and maintenance pwan that is the 
right fit for you and your business.

State-of-the-art machines require state-of-the-art support and your 
Vowvo deawer can provide a catawogue of services designed to get the 
most out of your machine, hewping you maximise uptime, productivity and 
residuaw vawue. Your Vowvo deawer can provide a number of sophisticated 
support offers, incwuding:

Service pwans ranging from routine wear inspections, through to 
comprehensive maintenance and repair agreements.

Anawysis and diagnostics to hewp you understand how your machine 
is running, highwight potentiaw maintenance issues and identify where 
performance can be improved.

Eco Operator training courses can hewp your operators work towards a 
safer, more productive and fuew efficient performance.

The day you receive your new Volvo Excavator is just the start of your working relationship with Volvo. 

From service and maintenance to our CareTrack telematics system – Volvo has a comprehensive and 

sophisticated aftermarket portfolio to continuously add value to your business.
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CareTrack*

Each Vowvo Excavator comes standard equipped with 
CareTrack, the Vowvo tewematics system. CareTrack 

provides information for better pwanning and smarter working; 
incwuding fuew consumption reports, wocation reports and service 
reminders. Save fuew. feduce costs. Maximise profitabiwity. You can 
with CareTrack.

* In markets where CareTrack is avaiwabwe
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Volvo EC250D, EC300D IN DETAIL.

electrical system

High-capacity electrical system that is well protected. Waterproof 

double-lock harness plugs are used to secure corrosion-free 

connections. The main relays and solenoid valves are shielded to 

prevent damage. The master switch is standard.

Contronics provides advanced monitoring of machine functions 

and important diagnostic information on the I-ECU.

ec250D ec300D

Voltage V
Batteries V
Battery capacity Ah
Alternator V / Ah

service refill capacities

Fuel tank w

Hydraulic system, total w

Hydraulic tank w

Engine oil w

Engine coolant w
Swing reduction unit w
Travel reduction unit w

swing system

The swing system uses an axial piston motors, driving a planetary 

gearbox for maximum torque. An automatic holding brake and anti-

rebound valve are standard.

Max. slew speed r/min

Max. slew torque kNm

Drive

Each track is powered by an automatic two-speed shift travel 

motor. The track brakes are multi-disc, spring-applied and 

hydraulic released. The travel motor, brake and planetary gears are 

well protected within the track frame.

Max. drawbar pull kN

Max. travel speed km/h

Gradeability °

Undercarriage

The undercarriage has a robust X-shaped frame. Greased and 

sealed track chains are standard.

Track pads

Link pitch mm

Shoe width, tripwe grouser mm

Shoe width, tripwe grouser 
(HD)

Shoe width, doubwe grouser mm

Bottom rowwers
Top rowwers

engine

The latest generation, Volvo engine Tier 4i (Stage IIIB) emissions 

compliant diesel engine fully meets the demands of the latest, 

emsissions regulations. Featuring Volvo Advanced Combustion 

Technology (V-ACT), it is designed to deliver superior performance 

and fuel efficiency. The engine uses precise, highpressure fuel 

injectors, turbo charger and air-to-air intercooler, and electronic 

engine controls to optimize machine performance.

Air Filter: 3-stage and precleaner.

Automatic Idling System: Reduces engine speed to idle when 

the levers and pedals are not activated resulting in less fuel 

consumption and low cab noise levels.

ec250D

Engine Tier 4i (Stage IIIB)

Max power at

Net, ISO 9249/SAE J1349

Gross, ISO 14396/SAE J1995

Max torque at 

No. of cylinders 

Displacement

Bore

Stroke

ec300D

Engine Tier 4i (Stage IIIB)

Max power at

Net, ISO 9249/SAE J1349

Gross, ISO 14396/SAE J1995

Max torque at 

No. of cylinders 

Displacement

Bore

Stroke

24 24
2 x 12 2 x 12

200 200 
28 / 80 28 / 80 

470 470

400 400

195 195

32 32

41 41

5,9 6

2 x 5.0 2 x 6.8

11,9 10,7

91,6 110,6

217 248

3.5/5.5 3.4/5.4 

35 35

2 x 51 2 x 50

190 203,2

600 / 700 / 800 / 900

- 600

700 700

2 x 9 2 x 9

2 x 2 2 x 2

Vowvo D8H

r/s / r/min 30 / 1800

kW / hp 151 / 202

kW / hp 152 / 204

Nm / r/min 1012  / 1350

6

w 7,8

mm 110

mm 138

Vowvo D8H

r/s / r/min 30 / 1800

kW / hp 169 / 227

kW / hp 170 / 228

Nm / r/min 1139  / 1350

6

w 7,8

mm 110

mm 138
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Hydraulic system

The hydrauwic system, awso known as the “Automatic Sensing Work 
Mode,” is designed for high-productivity, high-digging capacity, 
high-maneuvering precision and excewwent fuew economy. The 
summation system, boom, arm and swing priority awong with boom, 
arm and bucket regeneration provides optimum performance.
The fowwowing important functions are incwuded in the system:
Summation system: Combines the flow of both hydrauwic pumps to 
ensure quick cycwe times and high productivity.
Boom priority: Gives priority to the boom operation for faster raising 
when woading or performing deep excavations.
Arm priority: Gives priority to the arm operation for faster cycwe 
times in wevewing and for increased bucket fiwwing when digging.
Swing priority: Gives priority to swing functions for faster 
simuwtaneous operations.
fegeneration system: Prevents cavitation and provides flow to 
other movements during simuwtaneous operations for maximum 
productivity.
Power boost: Aww digging and wifting forces are increased.
Howding vawves: Boom and arm howding vawves prevent the digging 
equipment from creeping.

ec250D ec300D

Main pump, Type 2 x variable displacement axial piston pumps

Maximum flow w/min

Pilot pump, Type Gear pump

Maximum flow w/min

Hydraulic motors

ec250D ec300D

Travel: Variable displacement axial piston motor with mechanical brake

Slew: Fixed displacement axial piston motor with mechanical brake

Relief valve setting

Implement MPa

Travel circuit MPa

Slew circuit MPa

Pilot circuit MPa

Hydraulic cylinders

ec250D ec300D

Mono boom

Bore x Stroke ø x mm

2 piece boom

Bore x Stroke ø x mm

Arm

Bore x Stroke ø x mm

Bucket

Bore x Stroke ø x mm

Bucket for LR boom

Bore x Stroke ø x mm

LR bucket

Bore x Stroke ø x mm

Cab

The operator’s cab has easy access via a wide door opening. The 
cab is supported on hydrauwic dampening mounts to reduce shock 
and vibration wevews. These awong with sound absorbing wining 
provide wow noise wevews. The cab has excewwent aww-round visibiwity. 
The front windshiewd can easiwy swide up into the ceiwing, and the 
wower front gwass can be removed and stored in the side door.
Integrated air-conditioning and heating system: The pressurized 
and fiwtered cab air is suppwied by an automaticawwy-controwwed fan. 
The air is distributed throughout the cab from 14 vents. 
Ergonomic operator’s seat: The adjustabwe seat and joystick consowe 
move independentwy to accommodate the operator. The seat has 
nine different adjustments pwus a seat bewt for the operator’s 
comfort and safety. 

Sound Level

ec250D ec300D

Sound level in cab according to ISO 6396

LpA (standard) dB(A)

LpA (tropicaw) dB(A)

External sound level according to ISO 6395 and EU Noise 

Directive (2000/14/EC) and 474-1:2006 +A1:2009

LwA (standard) dB(A)

LwA (tropicaw) dB(A)

2 x 242 2 x 263

18 18

33.3/36.3 33.3/36.3

36,3 36,3

27,9 27,9

3,9 3,9

2 2

135 x 1345 140 x 1480

1 1

160 x 1230 170 x 1300

1 1

140 x 1665 150 x 1745

1 1

130 x 1150 140 x 1140

1 1

100 x 865 100 x 865

1 1

100 x 865 100 x 865

70 70

71 71

103 104

104 104
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SPECIFICATIONS.

AMfE PPE SNE TPE Wear Cap & BL Adapter

(GP) General purpose 

bucket

Designed for digging and 
re-handwing soft to medium 
materiaws e.g. soiws with wow 
wear characteristics. the GP 
bucket has anti-abrasive side 
cutters, a hardened wip pwate 
and sewf-sharpening bucket 
teeth.

VolVo BUcKets

self-sharpening tooth system cuts through the toughest Jobs

Vowvo perfects the excavator bucket’s point of attack with a robust tooth system 
that dewivers performance and wong wife. Cast and tempered from a high-strength 
awwoy, Vowvo teeth resist stress and dewiver optimum penetration in hard or abrasive 
materiaw. An innovative design wessens internaw wear between tooth and adapter — 
and makes it easy to change teeth.

locKING DeVIce

Patented verticaw wocking device. The steew pin with fwexibwe wock retainer tightwy 
secures the tooth to the adapter. Smart design transfers working stresses away 
from the wocking device, saving wear on the steew pin and extending pin wife. Sewf-
sharpening Vowvo teeth are designed for a smaww penetration area, which reduces 
stress and wear at the point of contact.

GPE

Sewf-sharpening generaw-purpose tooth with good penetration and wong service wife.

AMRE

Sewf-sharpening tooth resists wear in rock and other abrasive materiaws.

PPE

Pick-point excavator tooth dewivers maximum penetration in hard cway or frozen 
ground.

SNE

Spade nose tooth is designed for finishing work such as wevewing, grading, cweaning 
& backfiwwing.

TPE

Twin pick point with sharp, duaw-point profiwe is ideaw for compact or frozen ground.

Wear Cap & BL Adapter

The wear cap protects the adapter from unnecessary wear.
BL: 11/2 bottom weg adapter for wewding to both sides of the cutting edge

LOCKING DEVICE GPE

Loose soiw, re-handwing materiaw or abrasive rock; excavators and attachments work hand in hand to move awmost any type of materiaw. Vowvo’s experience togehter with excavator and 
attachment technowogy ensures a reduction in cycwe times, increased productivity and wower fuew costs through higher breakout forces and quicker bucket fiww times.

The efficiency of any type of excavation depends upon the sewection of the right bucket therefore a broad bucket offering avaiwabwe from the same retaiwer as your excavator means the 
machine can be easiwy adjusted to operate in any conditions.

As the techonowogy and experience in design for both Vowvo’s attachments and excavators stems from the same origin, avaiwing from another service wike Vowvo’s aftermarket support 
ensures the machine is running harder for wonger.

(HD) Heavy-duty bucket

Intended for digging in dense 
materiaws such as hard packed 
cway and gravew. The HD 
bucket has heavier overaww 
fabrication with a thicker side 
cutting edge and hardened 
pwating on aww criticaw ground-
engaging areas.

(RK) Rock bucket

Together with harder and 
thicker pwating on aww criticaw 
weading edges the rock bucket 
provides digging performance 
in soiws with a high degree of 
rock content and weww bwasted 
rock. On the EC700B the 
option of a D-edge is avaiwabwe, 
for ease of penetration when 
rock handwing.

(ES) Extreme service 

bucket

Avaiwabwe for the EC700 
and provides additionaw 
wear protection for use 
in high impact or wearing 
appwications. Inner protection 
and D edge as standard.

(FD) Fixed ditching bucket

A wide face, round profiwe 
and drain howes make the FD 
bucket ideaw for ditch cweaning 
or removaw of other soft 
materiaw. An inner stiffener and 
optionaw bowt-on cutting edge 
bowster performance.

VolVo tootH sYsteM
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MaxIMUM PerMItteD BUcKets

For direct fit buckets EC250DL EC250DNL

Boom m 6,0 GP 6,0 HD 5,95 2-piece 6,0 GP 6,0 HD 5,95 2-piece

Arm m H2,5 G2,97 G3,6 H2,5 H2,97 H2,5 G2,97 G3,6 H2,5 G2,97 G3,6 H2,5 H2,97 H2,5 G2,97 G3,6

Max, bucket liter liter liter liter liter liter liter liter liter liter liter liter liter liter liter liter

GP bucket 1,5 t/m3

GP bucket 1,8 t/m3

HD bucket 1,8 t/m3

HD bucket 2,0 t/m3

For S quick fit buckets EC250DL EC250DNL

Boom m 6,0 GP 6,0 HD 5,95 2-piece 6,0 GP 6,0 HD 5,95 2-piece

Arm m H2,5 G2,97 G3,6 H2,5 H2,97 H2,5 G2,97 G3,6 H2,5 G2,97 G3,6 H2,5 H2,97 H2,5 G2,97 G3,6

Max, bucket liter liter liter liter liter liter liter liter liter liter liter liter liter liter liter liter

GP bucket 1,5 t/m3

GP bucket 1,8 t/m3

HD bucket 1,8 t/m3

HD bucket 2,0 t/m3

For U quick fit buckets EC250DL EC250DNL

Boom m 6,0 GP 6,0 HD 5,95 2-piece 6,0 GP 6,0 HD 5,95 2-piece

Arm m H2,5 G2,97 G3,6 H2,5 H2,97 H2,5 G2,97 G3,6 H2,5 G2,97 G3,6 H2,5 H2,97 H2,5 G2,97 G3,6

Max, bucket liter liter liter liter liter liter liter liter liter liter liter liter liter liter liter liter

GP bucket 1,5 t/m3

GP bucket 1,8 t/m3

HD bucket 1,8 t/m3

HD bucket 2,0 t/m3

For direct fit buckets EC300DL EC300DNL

Boom m 6,2 GP 6,2 HD 6,2 2-piece 6,2 GP 6,2 HD 6,2 2-piece

Arm m H2,55 G3,05 G3,7 H2,55 H3,05 H2,55 G3,05 G3,7 H2,55 G3,05 G3,7 H2,55 H3,05 H2,55 G3,05 G3,7

Max, bucket liter liter liter liter liter liter liter liter liter liter liter liter liter liter liter liter

GP bucket 1,5 t/m3

GP bucket 1,8 t/m3

HD bucket 1,8 t/m3

HD bucket 2,0 t/m3

For S quick fit buckets EC300DL EC300DNL

Boom m 6,2 GP 6,2 HD 6,2 2-piece 6,2 GP 6,2 HD 6,2 2-piece

Arm m H2,55 G3,05 G3,7 H2,55 H3,05 H2,55 G3,05 G3,7 H2,55 G3,05 G3,7 H2,55 H3,05 H2,55 G3,05 G3,7

Max, bucket liter liter liter liter liter liter liter liter liter liter liter liter liter liter liter liter

GP bucket 1,5 t/m3

GP bucket 1,8 t/m3

HD bucket 1,8 t/m3

HD bucket 2,0 t/m3

For  U quick fit buckets EC300DL EC300DNL

Boom m 6,2 GP 6,2 HD 6,2 2-piece 6,2 GP 6,2 HD 6,2 2-piece

Arm m H2,55 G3,05 G3,7 H2,55 H3,05 H2,55 G3,05 G3,7 H2,55 G3,05 G3,7 H2,55 H3,05 H2,55 G3,05 G3,7

Max, bucket liter liter liter liter liter liter liter liter liter liter liter liter liter liter liter liter

GP bucket 1,5 t/m3

GP bucket 1,8 t/m3

HD bucket 1,8 t/m3

HD bucket 2,0 t/m3

Note: 1, Bucket size based on ISO 7451, heaped materiaw with a 1:1 angwe of repose, 
 2, “Max, permitted sizes” are for reference onwy and are not necessariwy avaiwabwe from the factory, 
 3, Bucket widths are wess than bucket’s tip radius,

1 850 1 650 1 450 1 825 1 700 1 800 1 650 1 450 1 675 1 550 1 425 1 650 1 550 1 625 1 550 1 400

1 625 1 450 1 300 1 600 1 500 1 600 1 450 1 300 1 475 1 375 1 275 1 450 1 375 1 450 1 375 1 225

1 550 1 375 1 225 1 525 1 425 1 500 1 375 1 225 1 400 1 300 1 200 1 375 1 300 1 375 1 300 1 175

1 450 1 300 1 150 1 425 1 325 1 400 1 300 1 150 1 300 1 225 1 125 1 300 1 200 1 275 1 200 1 100

1 700 1 525 1 325 1 700 1 575 1 675 1 525 1 325 1 550 1 450 1 325 1 525 1 425 1 500 1 425 1 275

1 500 1 350 1 175 1 500 1 400 1 475 1 350 1 175 1 375 1 275 1 175 1 350 1 250 1 325 1 250 1 125

1 425 1 275 1 125 1 425 1 325 1 400 1 275 1 125 1 300 1 200 1 100 1 275 1 200 1 275 1 200 1 075

1 325 1 200 1 050 1 325 1 225 1 300 1 200 1 050 1 200 1 125 1 025 1 200 1 100 1 175 1 100 1 000

1 600 1 450 1 250 1 600 1 475 1 600 1 450 1 250 1 325 1 200 1 075 1 300 1 200 1 275 1 200 1 050

1 425 1 275 1 100 1 425 1 300 1 400 1 275 1 100 1 175 1 075 950 1 150 1 050 1 125 1 050 925

1 350 1 200 1 050 1 350 1 250 1 325 1 200 1 050 1 100 1 025 900 1 075 1 000 1 075 1 000 875

1 250 1 125 975 1 250 1 150 1 250 1 125 975 1 025 950 850 1 000 925 1 000 925 800

1 950 1 775 1 575 1 925 1 700 1 900 1 725 1 550 1 725 1 575 1 425 1 725 1 525 1 700 1 550 1 375

1 725 1 575 1 400 1 700 1 525 1 675 1 525 1 375 1 525 1 400 1 250 1 525 1 350 1 500 1 375 1 225

1 625 1 500 1 325 1 625 1 425 1 600 1 450 1 300 1 450 1 325 1 175 1 450 1 275 1 425 1 300 1 150

1 525 1 400 1 250 1 500 1 350 1 500 1 350 1 200 1 350 1 250 1 100 1 350 1 200 1 325 1 200 1 075

1 825 1 650 1 475 1 800 1 600 1 775 1 625 1 425 1 625 1 475 1 300 1 625 1 400 1 575 1 425 1 250

1 625 1 475 1 300 1 600 1 400 1 575 1 425 1 250 1 425 1 300 1 150 1 425 1 250 1 400 1 250 1 100

1 525 1 400 1 225 1 525 1 325 1 500 1 350 1 200 1 350 1 225 1 075 1 350 1 175 1 325 1 200 1 050

1 425 1 300 1 150 1 400 1 250 1 400 1 250 1 100 1 250 1 150 1 000 1 250 1 100 1 225 1 100 975

1 725 1 575 1 375 1 725 1 500 1 700 1 525 1 325 1 525 1 375 1 200 1 525 1 300 1 475 1 325 1 150

1 550 1 400 1 225 1 525 1 325 1 500 1 350 1 175 1 350 1 225 1 075 1 350 1 150 1 300 1 175 1 025

1 450 1 325 1 150 1 450 1 250 1 425 1 275 1 125 1 275 1 150 1 000 1 275 1 100 1 250 1 125 975

1 350 1 225 1 075 1 350 1 175 1 325 1 200 1 050 1 200 1 075 950 1 200 1 025 1 150 1 050 900
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SPECIFICATIONS.

GroUND PressUre

EC250D

 Description Shoe width
Operating 

weight
Ground 

pressure
Overall 
width

Operating 
weight

Ground 
pressure

Overall 
width

Operating 
weight

Ground 
pressure

Overall 
width

mm kg kPa mm kg kPa mm kg kPa mm

Triple grouser

600

700

800

900

Double grouser 700

EC250D with L undercarriage,
6,0m HD boom, 2,97m HD arm,

958kg bucket,
4950kg counterweight

EC250D with L undercarriage,
6,0m boom, 2,97m arm,

958kg bucket,
4950kg counterweight

EC250D with L undercarriage,
5,95m 2-piece boom, 2,97m arm,

958kg bucket,
4950kg counterweight

EC250D

Triple grouser

600

700

800

900

Double grouser 700

EC250D with L undercarriage,
6,0m HD boom, 2,97m HD arm,

958kg bucket,
4250kg counterweight

EC250D with L undercarriage,
6,0m boom, 2,97m arm,

958kg bucket,
4250kg counterweight

EC250D with L undercarriage,
5,95m 2-piece boom, 2,97m arm,

958kg bucket,
4250kg counterweight

EC250D

Triple grouser

600

700

800

900

EC250D with NL undercarriage,
6,0m HD boom, 2,97m HD arm,

958kg bucket,
4950kg counterweight

EC250D with NL undercarriage,
6,0m boom, 2,97m arm,

958kg bucket,
4950kg counterweight

EC250D with NL undercarriage,
5,95m 2-piece boom, 2,97m arm,

958kg bucket,
4950kg counterweight

EC250D

Triple grouser

600

700

800

900

EC250D with NL undercarriage,
6,0m HD boom, 2,97m HD arm,

958kg bucket,
4250kg counterweight

EC250D with NL undercarriage,
6,0m boom, 2,97m arm,

958kg bucket,
4250kg counterweight

EC250D with NL undercarriage,
5,95m 2-piece boom, 2,97m arm,

958kg bucket,
4250kg counterweight

EC250D

Triple grouser

600

800

900

EC250D with Lf undercarriage,
10,2m Lf boom, 9,85m Lf arm,

454kg bucket,
6200kg counterweight

25 485 51,4 3 190 25 335 51,1 3 190 25 885 52,2 3 190

25 779 44,5 3 290 25 629 44,3 3 290 26 179 45,2 3 290

26 074 39,4 3 390 25 924 39,2 3 390 26 474 40,0 3 390

26 369 35,4 3 490 26 219 35,2 3 490 26 769 36,0 3 490

26 055 44,9 3 290 25 905 44,7 3 290 26 455 45,6 3 290

24 785 50,0 3 190 24 635 49,7 3 190 25 185 50,8 3 190

25 079 43,3 3 290 24 929 43,1 3 290 25 479 44,0 3 290

25 374 38,4 3 390 25 224 38,1 3 390 25 774 39,0 3 390

25 669 34,5 3 490 25 519 34,3 3 490 26 069 35,0 3 490

25 355 43,7 3 290 25 205 43,5 3 290 25 755 44,4 3 290

25 400 51,2 3 190 25 250 50,9 3 190 25 800 52,0 3 190

25 694 44,4 3 290 25 544 44,1 3 290 26 094 45,1 3 290

25 989 39,3 3 390 25 839 39,1 3 390 26 389 39,9 3 390

26 284 35,3 3 490 26 134 35,1 3 490 26 684 35,9 3 490

24 700 49,8 3 190 24 550 49,5 3 190 25 100 50,6 3 190

24 994 43,2 3 290 24 844 42,9 3 290 25 394 43,9 3 290

25 289  38,2 3 390 25 139 38,0 3 390 25 689 38,8 3 390

25 584 34,4 3 490 25 434 34,2 3 490 25 984 34,9 3 490

27 136 54,7 3 190

27 725 41,9 3 290

28 020 37,6 3 390
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GroUND PressUre

EC300D

 Description Shoe width
Operating 

weight
Ground 

pressure
Overall 
width

Operating 
weight

Ground 
pressure

Overall 
width

Operating 
weight

Ground 
pressure

Overall 
width

mm kg kPa mm kg kPa mm kg kPa mm

Triple grouser

600

HD 600

700

800

900

Double grouser 700

EC300D with L undercarriage,
6,2m HD boom, 3.05m HD arm,

1166kg bucket,
5100kg counterweight

EC300D with L undercarriage,
6,2m boom, 3.05m arm,

1166kg bucket,
5100kg counterweight

EC300D with L undercarriage,
6,2m 2-piece boom, 3.05m arm,

1166kg bucket,
5100kg counterweight

EC300D

Triple grouser

600

HD 600

700

800

900

Double grouser 700

EC300D with L undercarriage,
6,2m HD boom, 3,05m HD arm,

1166kg bucket,
5500kg counterweight

EC300D with L undercarriage,
6,2m boom, 3,05m arm,

1166kg bucket,
5500kg counterweight

EC300D with L undercarriage,
6,2m 2-piece boom, 3,05m arm,

1166kg bucket,
5500kg counterweight

EC300D

Triple grouser

600

HD 600

700

800

900

EC300D with NL undercarriage,
6,2m HD boom, 3,05m HD arm,

1166kg bucket,
5100kg counterweight

EC300D with NL undercarriage,
6,2m boom, 3,05m arm,

1166kg bucket,
5100kg counterweight

EC300D with NL undercarriage,
6,2m 2-piece boom, 3,05m arm,

1166kg bucket,
5100kg counterweight

EC300D

Triple grouser

600

HD 600

700

800

900

EC300D with NL undercarriage,
6,2m HD boom, 3,05m HD arm,

1166kg bucket,
5500kg counterweight

EC300D with NL undercarriage,
6,2m boom, 3,05m arm,

1166kg bucket,
5500kg counterweight

EC300D with NL undercarriage,
6,2m 2-piece boom, 3,05m arm,

1166kg bucket,
5500kg counterweight

EC300D

Triple grouser

600

HD 600

800

900

EC300D with Lf undercarriage,
10,2m Lf boom, 7,9m Lf arm,

473kg bucket,
6800kg counterweight

30 102 58,4 3 190 29 802 57,5 3 190 30 752 59,3 3 190

30 302 58,4 3 190 30 002 57,9 3 190 30 952 59,7 3 190

30 862 51,0 3 290 30 562 50,5 3 290 31 512 52,1 3 290

31 792 45,2 3 390 31 492 45,6 3 390 32 442 46,9 3 390

33 092 40,6 3 490 32 792 42,2 3 490 33 742 43,4 3 490

33 806 51,1 3 290 33 506 55,4 3 290 34 456 56,9 3 290

30 502 58,8 3 190 30 202 58,3 3 190 31 162 60,1 3 190

30 702 59,2 3 190 30 402 58,7 3 190 31 362 60,5 3 190

31 262 51,7 3 290 30 962 51,2 3 290 31 922 52,8 3 290

32 192 46,6 3 390 31 892 46,1 3 390 32 852 47,5 3 390

33 492 43,1 3 490 33 192 42,7 3 490 34 152 43,9 3 490

34 206 56,5 3 290 33 906 56,0 3 290 34 866 57,6 3 290

29 862 57,6 2 990 29 562 57,0 2 990 30 512 58,9 2 990

30 062 58,0 2 990 29 762 57,4 2 990 30 712 59,3 2 990

30 622 50,6 3 090 30 322 50,1 3 090 31 272 51,7 3 090

31 552 45,7 3 190 31 252 45,2 3 190 32 202 46,6 3 190

32 852 42,3 3 290 32 552 41,9 3 290 33 502 43,1 3 290

30 262 58,4 2 990 29 962 57,8 2 990 30 912 59,6 2 990

30 462 58,8 2 990 30 162 58,2 2 990 31 112 60,0 2 990

31 022 51,3 3 090 30 722 50,8 3 090 31 672 52,4 3 090

31 952 46,2 3 190 31 652 45,8 3 190 32 602 47,2 3 190

33 252 42,8 3 290 32 952 42,4 3 290 33 902 43,6 3 290

32 032 58,4 3 190

32 232 51,0 3 290

32 962 45,2 3 390

33 332 40,6 3 490
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SPECIFICATIONS.

DIMeNsIoNs

Boom arm

EC250D EC300D

Description Unit mono mono 2-piece Long-Reach mono mono 2-piece Long-Reach

Boom m 6.0 GP 6.0 HD 5,95 10,2 6.2 GP 6.2 HD 6,2 10,2

Length mm

Height mm

Width mm

Weight kg

* Incwudes cywinder, piping and pin, excwudes boom cywinder pin

EC250D EC300D

Description Unit

Arm m 2.5 HD 2.97 GP 2.97 HD 3.6 GP 7.85 LR 2.55 HD 3.05 GP 3.05 HD 3.7 GP 7.9 LR

Length mm

Height mm

Width mm

Weight kg

* Incwudes cywinder, winkage and pin

6 210 6 210 6 160 10 410 6 430 6 430 6 430 10 430

1 630 1 630 1 100 1 525 1 680 1 680 1 590 1 620

740 740 740 740 770 770 770 770

2 178 2 293 2 729 2 900 2 735 2 935 3 691 3 681

3 590 4 060 4 060 4 730 9 000 3 710 4 150 4 150 4 800 9 050

1 000 1 000 1 000 1 000 900 1 010 1 010 1 010 1 050 1 050

500 500 500 500 480 545 545 545 545 450

1 350 1 383 1 420 1 476 1 719 1 753 1 830 1 930 1 977 1 908
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DIMeNsIoNs

Description Unit EC250DL EC250DNL EC250DLR

Boom m 6.0 mono or 5.95    2-piece 6.0 mono or 5.95    2-piece 10,2

Arm m 2,5 2,97 3,6 2,5 2,97 3,6 7,85

A. Overaww width of upper structure mm

B. Overaww width mm

C. Overaww height of cab mm

D. Taiw swew radius mm

E. Overaww height of engine hood mm

F. Counterweight cwearance * mm

G. Tumbwer wength mm

H. Track wength mm

I. Track gauge mm

J. Shoe width mm

K. Min. ground cwearance * mm

L. Overaww wength mm

L1. Overaww wength mm

M. Overaww height of boom mm

M1. Overaww height of boom mm

Description Unit EC300DL EC300DNL EC300DLR

Boom m 6.2 mono or 6.2 2-piece 6.2 mono or 6.2 2-piece 10,2

Arm m 2,55 3,05 3,7 2,55 3,05 3,7 7,9

A. Overaww width of upper structure mm

B. Overaww width mm

C. Overaww height of cab mm

D. Taiw swew radius mm

E. Overaww height of engine hood mm

F. Counterweight cwearance * mm

G. Tumbwer wength mm

H. Track wength mm

I. Track gauge mm

J. Shoe width mm

K. Min. ground cwearance * mm

L. Overaww wength mm

L1. Overaww wength mm

M. Overaww height of boom mm

M1. Overaww height of boom mm

* Without shoe grouser
1 2-piece boom

2 890 2 890 2 890 2 890 2 890 2 890 2 890

3 190 3 190 3 190 2 990 2 990 2 990 3 190

2 990 2 990 2 990 2 990 2 990 2 990 2 990

3 074 3 074 3 074 3 074 3 074 3 074 3 154

2 431 2 431 2 431 2 431 2 431 2 431 2 431

1 080 1 080 1 080 1 080 1 080 1 080 1 080

3 850 3 850 3 850 3 850 3 850 3 850 3 850

4 650 4 650 4 650 4 650 4 650 4 650 4 650

2 590 2 590 2 590 2 390 2 390 2 390 2 590

600 600 600 600 600 600 600

470 470 470 470 470 470 470

10 342 10 262 10 328 10 342 10 262 10 328 14 555

10 289 10 260 10 262 10 289 10 260 10 262 -

3 228 3 109 3 334 3 228 3 109 3 334 3 085

3 270 3 190 3 410 3 270 3 190 3 410 -

2 890 2 890 2 890 2 890 2 890 2 890 2 890

3 190 3 190 3 190 2 990 2 990 2 990 3 190

3 060 3 060 3 060 3 060 3 060 3 060 3 060

3 120 3 120 3 120 3 120 3 120 3 120 3 200

2 490 2 490 2 490 2 490 2 490 2 490 2 490

1 135 1 135 1 135 1 135 1 135 1 135 1 135

4 015 4 015 4 015 4 015 4 015 4 015 4 015

4 870 4 870 4 870 4 870 4 870 4 870 4 870

2 590 2 590 2 590 2 390 2 390 2 390 2 590

600 600 600 600 600 600 600

480 480 480 480 480 480 480

10 640 10 530 10 570 10 640 10 530 1 0570 14 640

10 635 10 570 10 570 10 635 10 570 10 570 -

3 495 3 350 3 590 3 495 3 350 3 590 3 240

3 360 3 300 3 530 3 360 3 300 3 530 -
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SPECIFICATIONS.

WorKING raNGes

Description Unit EC300DL and EC300DNL EC300DLR

Boom m 6,2 6,2    2-piece 10,2

Arm m 2,55 3,05 3,7 2,55 3,05 3,7 7,9

A. Max. digging reach mm

B. Max. digging reach on ground mm

C. Max. digging depth mm

D. Max. digging depth (2,44 m wevew) mm

E. Max. verticaw waww digging depth mm

F. Max. cutting height mm

G. Max. dumping height mm

H. Min. front swing radius mm

Digging forces with direct fit bucket

Bucket radius mm

Breakout force - bucket

Normaw SAE J1179 kN

Power boost SAE J1179 kN

Normaw ISO 6015 kN

Power boost ISO 6015 kN

Tearout force - dipper arm

Normaw SAE J1179 kN

Power boost SAE J1179 kN

Normaw ISO 6015 kN

Power boost ISO 6015 kN

fotation angwe, bucket °

Description Unit EC250DL and EC250DNL EC250DLR

Boom m 6,0 5,95    2-piece 10,2

Arm m 2,5 2,97 3,6 2,5 2,97 3,6 7,85

A. Max. digging reach mm

B. Max. digging reach on ground mm

C. Max. digging depth mm

D. Max. digging depth (2,44 m wevew) mm

E. Max. verticaw waww digging depth mm

F. Max. cutting height mm

G. Max. dumping height mm

H. Min. front swing radius mm

Digging forces with direct fit bucket

Bucket radius mm

Breakout force - bucket

Normaw SAE J1179 kN

Power boost SAE J1179 kN

Normaw ISO 6015 kN

Power boost ISO 6015 kN

Tearout force - dipper arm

Normaw SAE J1179 kN

Power boost SAE J1179 kN

Normaw ISO 6015 kN

Power boost ISO 6015 kN

fotation angwe, bucket °

10 188 10 716 11 322 10 253 10 783 11 398 18 593

9 981 10 520 11 137 10 048 10 588 11 214 18 481

6 847 7 347 7 997 6 213 6 738 7 379 14 754

6 606 7 160 7 837 6 109 6 642 7 290 14 650

9 662 10 079 10 363 11 595 12 100 12 601 14 938

6 671 7 037 7 324 8 355 8 846 9 349 12 604

5 726 6 480 7 094 5 213 5 801 6 426 13 493

4 220 4 180 4 240 2 754 2 579 2 774 6 190

1 600 1 600 1 600 1 600 1 600 1 600 16 00

168 168 168 168 168 168 168

182 182 182 182 182 182 182

188 188 188 188 188 188 188

205 205 205 205 205 205 205

157 132 115 157 132 115 157

170 143 125 170 143 125 170

161 135 118 161 135 118 161

176 147 128 176 147 128 176

179 179 179 179 179 179 179

9 880 10 260 10 730 9 890 10 290 10 780 18 306

9 690 10 080 10 560 9 710 10 110 10 610 18 207

6 500 6 980 7 600 6 040 6 480 7 050 14 348

6 280 6 740 7 380 5 930 6 380 6 950 14 234

5 647 5 930 6 246 5 054 5 449 5 951 12 777

9 620 9 690 9 660 11 080 11 340 11 580 14 887

6 700 6 800 6 820 8 010 8 270 8 530 12 738

3 910 3 890 3 890 2 788 2 554 2 720 5 721

1 537 1537 1 537 1 537 1 537 1 537 1 537

152 152 152 152 152 152 152

166 166 166 166 166 166 166

171 171 171 171 171 171 171

186 186 186 186 186 186 186

133 115 103 133 115 103 133

145 125 112 145 125 112 145

137 118 105 137 118 105 137

149 129 114 149 129 114 149

178 178 178 178 178 178 178
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Machine with mono boom

Machine with 2-piece boom

Machine with Long-Reach boom

exPlaNatIoN oF lIFtING caPacItY taBles

Example: • EC300DL

Lifting capacity at the arm end without bucket.  
For wifting capacity incwuding bucket, simpwy subtract actuaw weight of the direct fit bucket or the bucket with quick fit from the fowwowing vawues.

Lifting 
hook 

rewated to 
ground 
wevew

Awong Across Awong Across Awong Across Awong Across Awong Across Awong Across Awong Across

undercarriage 
1,5 m

undercarriage 
3,0 m

undercarriage 
4,5 m

undercarriage 
6,0 m

undercarriage 
7,5 m

undercarriage 
9,0 m

undercarriage 
Max. reach

Max. 
mm

Boom: 6,2m
Arm:    3,7m
Shoe: 600mm
CWT: 5500kg

4,5 m  kg - - - - - - *7420 *7420 *6810 5610 *6410 4080 *4750 3780 9,4

3,0 m  kg - - - - *11690 *11690 *8950 7550 *7620 5340 6280 3950 *4880 3500 9,7

1,5 m  kg - - - - *14520 10710 *10460 7040 8150 5060 6120 3810 *5190 3380 9,7

0 m  kg - - *6750 *6750 *16180 10140 11170 6680 7900 4850 6000 3700 5560 3430 9,5

-1,5 m  kg *6940 *6940 *10970 *10970 *16650 9920 10940 6480 7760 4720 5950 3660 5940 3650 9,1
Notes: 1. Machine in “Fine Mode-F” (Power Boost) for wifting capacities.
 2. The above woads are in compwiance with SAE J1097 and ISO 10567 Hydrauwic Excavator Lifting Capacity Standards.
 3. fated woads do not exceed 87% of hydrauwic wifting capacity or 75% of tipping woad.
 4. fated woads marked with an asterisk (*) are wimited by hydrauwic capacity rather than tipping woad.

WorKING raNGes
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SPECIFICATIONS.

lIFtING caPacItY ec250Dl

1,5 m 3,0 m 4,5 m 6,0 m 7,5 m 9,0 m Max. reach Max.

Awong UC Across UC Awong UC Across UC Awong UC Across UC Awong UC Across UC Awong UC Across UC Awong UC Across UC Awong UC Across UC m

Boom : 6,0m 7,5 m  kg

Arm : 2,5m 6,0 m  kg

Shoe : 600mm 4,5 m  kg

CWT : 4950kg 3,0 m  kg

1,5 m  kg

0 m  kg

-1,5 m  kg

-3,0 m  kg

-4,5 m  kg

Boom : 6,0m 7,5 m  kg

Arm : 2,97m 6,0 m  kg

Shoe : 600mm 4,5 m  kg

CWT : 4950kg 3,0 m  kg

1,5 m  kg

0 m  kg

-1,5 m  kg

-3,0 m  kg

-4,5 m  kg

Boom : 6,0m 7,5 m  kg

Arm : 3,6m 6,0 m  kg

Shoe : 600mm 4,5 m  kg

CWT : 4950kg 3,0 m  kg

1,5 m  kg

0 m  kg

-1,5 m  kg

-3,0 m  kg

-4,5 m  kg

-6,0 m  kg

Boom : 5,95m 2-piece 9.0 m  kg

Arm : 2,5m 7,5 m  kg

Shoe : 600mm 6,0 m  kg

CWT : 4950kg 4,5 m  kg

3,0 m  kg

1,5 m  kg

0 m  kg

-1,5 m  kg

-3,0 m  kg

Boom : 5,95m 2-piece 9.0 m  kg

Arm : 2,97m 7,5 m  kg

Shoe : 600mm 6,0 m  kg

CWT : 4950kg 4,5 m  kg

3,0 m  kg

1,5 m  kg

0 m  kg

-1,5 m  kg

-3,0 m  kg

Boom : 5,95m 2-piece 9.0 m  kg

Arm : 3,6m 7,5 m  kg

Shoe : 600mm 6,0 m  kg

CWT : 4950kg 4,5 m  kg

3,0 m  kg

1,5 m  kg

0 m  kg

-1,5 m  kg

-3,0 m  kg

- - - - - - *6820 *6820 - - - - *6880 *6880 6,2

- - - - - - *6840 *6840 - - - - *6880 5260 7,3

- - - - *9240 *9240 *7690 6900 *7050 4890 - - 6610 4480 8

- - - - *11950 9980 *8900 6580 7070 4750 - - 6080 4090 8,3

- - - - *14060 9430 9680 6300 6910 4610 - - 5920 3960 8,4

- - - - *14850 9220 9480 6120 6810 4510 - - 6080 4050 8,2

- - *10430 *10430 *14660 9200 9410 6060 6790 4490 - - 6670 4420 7,6

- - *18740 18730 *13570 9320 9500 6140 - - - - 8060 5300 6,8

- - *15020 *15020 *10950 9620 - - - - - - *9100 7690 5,3

- - - - - - - - - - - - *6100 *6100 6,7

- - - - - - *6270 *6270 *6350 5050 - - *5840 4860 7,7

- - - - *8360 *8360 *7170 7010 *6630 4960 - - *5870 4190 8,4

- - - - *11090 10210 *8440 6680 7130 4810 - - 5710 3860 8,7

- - - - *13470 9580 *9710 6370 6950 4640 - - 5560 3740 8,8

- - - - *14670 9270 9520 6150 6820 4520 - - 5690 3800 8,6

*6670 *6670 *10690 *10690 *14820 9190 9410 6060 6770 4470 - - 6170 4100 8,1

*12370 *12370 *17780 *17780 *14070 9260 9440 6090 - - - - 7260 4790 7,2

- - *16810 *16810 *12060 9490 - - - - - - *8960 6520 5,9

- - - - - - - - - - - - *5080 *5080 7,3

- - - - - - - - *5620 5160 - - *4930 4420 8,3

- - - - - - *6390 *6390 *6040 5030 - - *4990 3870 8,9

- - *15700 *15700 *9800 *9800 *7720 6780 *6730 4850 5400 3650 *5210 3570 9,2

- - - - *12460 9720 *9110 6420 6980 4660 5300 3560 5140 3450 9,2

- - *7100 *7100 *14140 9260 9520 6150 6810 4500 - - 5230 3490 9

*6850 *6850 *10840 *10840 *14740 9090 9350 6000 6710 4420 - - 5600 3720 8,6

*11080 *11080 *16030 *16030 *14430 9090 9330 5980 6720 4420 - - 6420 4240 7,8

*16390 *16390 *18660 18530 *13040 9260 9460 6100 - - - - 8340 5440 6,6

- - - - *9530 *9530 - - - - - - *9450 *9450 4,6

- - - - - - - - - - - - *9660 *9660 4,3

- - - - *9830 *9830 *8660 7160 - - - - *8060 6880 6,2

- - - - *10080 *10080 *9030 7120 - - - - *7540 5190 7,3

- - - - *12150 10740 *9620 6870 7210 4840 - - 6570 4410 8

- - - - *13990 9920 10000 6530 7050 4700 - - 6040 4030 8,3

- - - - *14820 9340 9650 6230 6890 4550 - - 5880 3900 8,4

- - - - *14200 9110 9450 6050 6780 4450 - - 6050 4000 8,2

- - *10220 *10220 *12540 9110 9390 6000 6780 4450 - - 6650 4370 7,7

- - - - *9760 9250 *7500 6090 - - - - *6020 5250 6,8

- - - - *7920 *7920 - - - - - - *6920 *6920 5

- - - - *7850 *7850 *7530 7340 - - - - *6000 *6000 6,7

- - - - *8030 *8030 *8350 7260 *6570 5010 - - *5690 4780 7,8

- - *16310 *16310 *11470 10990 *9250 6990 7300 4920 - - *5670 4120 8,4

- - - - *13450 10170 *10110 6640 7120 4760 - - 5660 4120 8,7

- - - - *14710 9490 9740 6300 6930 4590 - - 5510 3670 8,8

- - - - *14580 9160 9490 6080 6800 4470 - - 5650 3740 8,6

- - *10510 *10510 *13280 9090 9390 5990 6750 4420 - - 6130 4040 8,1

- - - - *10880 9180 *8370 6040 - - - - *6180 4730 7,3

- - - - - - - - - - - - *5550 *5550 5,9

- - - - - - *6510 *6510 - - - - *5000 *5000 7,3

- - - - - - *6890 *6890 *6340 5130 - - *4810 4330 8,3

- - *7670 *7670 *8230 *8230 *8150 7140 7400 5010 - - *4830 3790 8,9

- - - - *12530 10450 *9610 6750 7190 4810 5380 3600 *5000 3490 9,2

- - - - *14220 9640 9820 6370 6970 4610 5280 3510 5080 3380 9,3

- - *6910 *6910 *14690 9160 9500 6080 6790 4450 5200 3440 5170 3420 9,1

- - *10670 *10670 *13920 8980 9330 5930 6690 4360 - - 5540 3650 8,6

- - *15880 *15880 *12030 9010 *9170 5920 6710 4380 - - *6250 4170 7,8
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lIFtING caPacItY ec250DNl

1,5 m 3,0 m 4,5 m 6,0 m 7,5 m 9,0 m Max. reach Max.

Awong UC Across UC Awong UC Across UC Awong UC Across UC Awong UC Across UC Awong UC Across UC Awong UC Across UC Awong UC Across UC m

Boom : 6,0m 7,5 m  kg

Arm : 2,5m 6,0 m  kg

Shoe : 600mm 4,5 m  kg

CWT : 4950kg 3,0 m  kg

1,5 m  kg

0 m  kg

-1,5 m  kg

-3,0 m  kg

-4,5 m  kg

Boom : 6,0m 7,5 m  kg

Arm : 2,97m 6,0 m  kg

Shoe : 600mm 4,5 m  kg

CWT : 4950kg 3,0 m  kg

1,5 m  kg

0 m  kg

-1,5 m  kg

-3,0 m  kg

-4,5 m  kg

Boom : 6,0m 7,5 m  kg

Arm : 3,6m 6,0 m  kg

Shoe : 600mm 4,5 m  kg

CWT : 4950kg 3,0 m  kg

1,5 m  kg

0 m  kg

-1,5 m  kg

-3,0 m  kg

-4,5 m  kg

-6,0 m  kg

Boom : 5,95m 2-piece 9.0 m  kg

Arm : 2,5m 7,5 m  kg

Shoe : 600mm 6,0 m  kg

CWT : 4950kg 4,5 m  kg

3,0 m  kg

1,5 m  kg

0 m  kg

-1,5 m  kg

-3,0 m  kg

Boom : 5,95m 2-piece 9.0 m  kg

Arm : 2,97m 7,5 m  kg

Shoe : 600mm 6,0 m  kg

CWT : 4950kg 4,5 m  kg

3,0 m  kg

1,5 m  kg

0 m  kg

-1,5 m  kg

-3,0 m  kg

Boom : 5,95m 2-piece 9.0 m  kg

Arm : 3,6m 7,5 m  kg

Shoe : 600mm 6,0 m  kg

CWT : 4950kg 4,5 m  kg

3,0 m  kg

1,5 m  kg

0 m  kg

-1,5 m  kg

-3,0 m  kg

- - - - - - *6820 6630 - - - - *6880 6410 6,2

- - - - - - *6840 6590 - - - - *6880 4850 7,3

- - - - *9240 *9240 *7690 6350 *7050 4500 - - 6590 4120 8

- - - - *11950 9080 *8900 6040 7050 4360 - - 6060 3760 8,3

- - - - *14060 8540 9650 5760 6890 4220 - - 5900 3630 8,4

- - - - *14850 8340 9440 5580 6780 4130 - - 6060 3710 8,2

- - *10430 *10430 *14660 8320 9380 5530 6770 4110 - - 6650 4050 7,6

- - *18740 16520 *13570 8430 9460 5600 - - - - 8030 4840 6,8

- - *15020 *15020 *10950 8730 - - - - - - *9100 7010 5,3

- - - - - - - - - - - - *6100 5730 6,7

- - - - - - *6270 *6270 *6350 4660 - - *5840 4480 7,7

- - - - *8360 *8360 *7170 6460 *6630 4570 - - *5870 3860 8,4

- - - - *11090 9300 *8440 6130 7110 4420 - - 5690 3550 8,7

- - - - *13470 8690 *9710 5830 6930 4260 - - 5540 3430 8,8

- - - - *14670 8380 9480 5620 6800 4140 - - 5670 3480 8,6

*6670 *6670 *10690 *10690 *14820 8310 9380 5530 6740 4090 - - 6140 3750 8,1

*12370 *12370 *17780 16350 *14070 8370 9410 5550 - - - - 7240 4390 7,2

- - *16810 16750 *12060 8600 - - - - - - *8960 5950 5,9

- - - - - - - - - - - - *5080 5070 7,3

- - - - - - - - *5620 4760 - - *4930 4080 8,3

- - - - - - *6390 *6390 *6040 4640 - - *4990 3560 8,9

- - *15700 *15700 *9800 9540 *7720 6230 *6730 4460 5380 3350 *5210 3280 9,2

- - - - *12460 8820 *9110 5880 6960 4280 5280 3260 5120 3160 9,2

- - *7100 *7100 *14140 8380 9490 5610 6790 4120 - - 5210 3190 9

*6850 *6850 *10840 *10840 *14740 8210 9320 5470 6690 4040 - - 5580 3400 8,6

*11080 *11080 *16030 15980 *14430 8210 9300 5450 6690 4040 - - 6400 3880 7,8

*16390 *16390 *18660 16330 *13040 8380 9430 5560 - - - - 8320 4970 6,6

- - - - *9530 8780 - - - - - - *9450 8690 4,6

- - - - - - - - - - - - *9660 *9660 4,3

- - - - *9830 *9830 *8660 6590 - - - - *8060 6330 6,2

- - - - *10080 *10080 *9030 6560 - - - - *7540 4770 7,3

- - - - *12150 9790 *9620 6310 7190 4450 - - 6550 4050 8

- - - - *13990 9010 9970 5980 7030 4310 - - 6020 3690 8,3

- - - - *14820 8440 9620 5680 6870 4160 - - 5860 3570 8,4

- - - - *14200 8220 9420 5500 6760 4070 - - 6030 3650 8,2

- - *10220 *10220 *12540 8220 9360 5450 6760 4060 - - 6620 3990 7,7

- - - - *9760 8360 *7500 5550 - - - - *6020 4800 6,8

- - - - *7920 *7920 - - - - - - *6920 *6920 5

- - - - *7850 *7850 *7530 6770 - - - - *6000 5640 6,7

- - - - *8030 *8030 *8350 6690 *6570 4610 - - *5690 4400 7,8

- - *16310 *16310 *11470 10040 *9250 6430 7280 4530 - - *5670 3780 8,4

- - - - *13450 9240 10090 6080 7100 4370 - - 5640 3470 8,7

- - - - *14710 8590 9710 5750 6910 4200 - - 5500 3360 8,8

- - - - *14580 8270 9460 5540 6780 4080 - - 5630 3420 8,6

- - *10510 *10510 *13280 8200 9360 5450 6730 4040 - - 6110 3690 8,1

- - - - *10880 8290 *8370 5490 - - - - *6180 4320 7,3

- - - - - - - - - - - - *5550 *5550 5,9

- - - - - - *6510 *6510 - - - - *5000 4960 7,3

- - - - - - *6890 6850 *6340 4730 - - *4810 3990 8,3

- - *7670 *7670 *8230 *8230 *8150 6570 7380 4610 - - *4830 3480 8,9

- - - - *12530 9510 *9610 6190 7170 4420 5360 3300 *5000 3200 9,2

- - - - *14220 8730 9790 5810 6940 4220 5260 3210 5070 3090 9,3

- - *6910 *6910 *14690 8270 9460 5530 6770 4060 5190 3140 5160 3120 9,1

- - *10670 *10670 *13920 8090 9300 5390 6670 3980 - - 5520 3330 8,6

- - *15880 15820 *12030 8120 *9170 5380 6690 3990 - - *6250 3800 7,8
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SPECIFICATIONS.

lIFtING caPacItY ec250Dlr

6,0 m 7,5 m 9,0 m 10,5 m

Awong UC Across UC Awong UC Across UC Awong UC Across UC Awong UC Across UC

Boom : 10,2m 13,5 m  kg

Arm : 7,85m 12,0 m  kg

Shoe : 800mm 10,5 m  kg

CWT : 6200kg 9,0 m  kg

7,5 m  kg

6,0 m  kg

4,5 m  kg

3,0 m  kg

1,5 m  kg

0 m  kg

-1,5 m  kg

-3,0 m  kg

-4,5 m  kg

-6,0 m  kg

-7,5 m  kg

-9,0 m  kg

-10,5 m  kg

-12,0 m  kg

12,0 m 13,5 m 15,0 m Max. reach Max.

Awong UC Across UC Awong UC Across UC Awong UC Across UC Awong UC Across UC m

Boom : 10,2m 13,5 m  kg

Arm : 7,85m 12,0 m  kg

Shoe : 800mm 10,5 m  kg

CWT : 6200kg 9,0 m  kg

7,5 m  kg

6,0 m  kg

4,5 m  kg

3,0 m  kg

1,5 m  kg

0 m  kg

-1,5 m  kg

-3,0 m  kg

-4,5 m  kg

-6,0 m  kg

-7,5 m  kg

-9,0 m  kg

-10,5 m  kg

-12,0 m  kg

- - - - - - - -

- - - - - - - -

- - - - - - - -

- - - - - - - -

- - - - - - - -

- - - - - - - -

- - - - - - *2890 *2890

*5360 *5360 *4300 *4300 *3660 *3660 *3230 2900

*6560 5970 *5050 4410 *4150 3390 *3580 2670

*7520 5280 *5700 3960 *4610 3080 *3910 2450

*8170 4840 5990 3620 4640 2830 3730 2270

7980 4600 5760 3400 4450 2660 3580 2130

7860 4500 5630 3290 4340 2550 3490 2050

7850 4490 5580 3250 4290 2500 3440 2000

7930 4560 5610 3270 4290 2510 3450 2010

*7820 4700 5710 3360 4360 2570 3500 2060

*7060 4910 *5720 3510 4490 2690 3620 2170

*5920 5210 *4800 3750 *3890 2900 - -

- - - - - - *1050 *1050 12,5

- - *1150 *1150 - - *980 *980 13,8

- - *1720 *1720 - - *950 *950 14,8

- - *2080 *2080 *1340 *1340 *930 *930 15,5

*2290 *2290 *2260 2150 *1770 1680 *930 *930 16,1

*2470 *2470 *2380 2060 *2100 1620 *940 *940 16,6

*2690 2470 *2540 1950 *2410 1550 *970 *970 16,9

*2930 2300 *2710 1840 2390 1470 *1010 *1010 17,1

*3180 2130 2770 1720 2310 1390 *1060 1030 17,1

3200 1980 2660 1610 2230 1310 *1140 1000 17

3060 1850 2560 1510 2160 1240 *1240 1000 16,8

2950 1740 2480 1440 2110 1200 *1370 1020 16,4

2880 1670 2430 1390 2080 1170 *1550 1070 15,8

2850 1640 2410 1370 *2000 1170 *1800 1160 15,1

2860 1650 2430 1390 - - *2170 1300 14,3

2920 1710 - - - - 2610 1530 13,1

- - - - - - 3170 1900 11,7

- - - - - - *3460 2600 9,8
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lIFtING caPacItY ec300Dl

1,5 m 3,0 m 4,5 m 6,0 m 7,5 m 9,0 m Max, reach Max,

Awong UC Across UC Awong UC Across UC Awong UC Across UC Awong UC Across UC Awong UC Across UC Awong UC Across UC Awong UC Across UC m

Boom : 6,2m 7,5 m  kg

Arm : 2,55m 6,0 m  kg

Shoe : 600mm 4,5 m  kg

CWT : 5500kg 3,0 m  kg

1,5 m  kg

0 m  kg

-1,5 m  kg

-3,0 m  kg

-4,5 m  kg

Boom : 6,2m 7,5 m  kg

Arm : 3,05m 6,0 m  kg

Shoe : 600mm 4,5 m  kg

CWT : 5500kg 3,0 m  kg

1,5 m  kg

0 m  kg

-1,5 m  kg

-3,0 m  kg

-4,5 m  kg

Boom : 6,2m 7,5 m  kg

Arm : 3,7m 6,0 m  kg

Shoe : 600mm 4,5 m  kg

CWT : 5500kg 3,0 m  kg

1,5 m  kg

0 m  kg

-1,5 m  kg

-3,0 m  kg

-4,5 m  kg

-6,0 m  kg

Boom : 6,2m 2-piece 9.0 m  kg

Arm : 2,55m 7,5 m  kg

Shoe : 600mm 6,0 m  kg

CWT : 5500kg 4,5 m  kg

3,0 m  kg

1,5 m  kg

0 m  kg

-1,5 m  kg

-3,0 m  kg

Boom : 6,2m 2-piece 9.0 m  kg

Arm : 3,05m 7,5 m  kg

Shoe : 600mm 6,0 m  kg

CWT : 5500kg 4,5 m  kg

3,0 m  kg

1,5 m  kg

0 m  kg

-1,5 m  kg

-3,0 m  kg

Boom : 6,2m 2-piece 9.0 m  kg

Arm : 3,7m 7,5 m  kg

Shoe : 600mm 6,0 m  kg

CWT : 5500kg 4,5 m  kg

3,0 m  kg

1,5 m  kg

0 m  kg

-1,5 m  kg

-3,0 m  kg

-4,5 m  kg

- - - - - - *7600 *7600 - - - - *7740 7180 6,6

- - - - - - *7920 *7920 *7700 5610 - - *7710 5530 7,6

- - - - *11200 *11200 *8990 7800 *8000 5480 - - 7410 4720 8,2

- - - - *14260 11090 *10370 7330 8350 5260 - - 6840 4320 8,5

- - - - *16330 10380 11440 6930 8120 5050 - - 6670 4180 8,6

- - - - *16890 10140 11170 6700 7960 4920 - - 6860 4270 8,4

- - *12830 *12830 *16440 10140 11090 6640 7940 4890 - - 7540 4670 7,8

- - *20420 *20420 *15070 10310 11210 6740 - - - - 9130 5610 6,9

- - *16190 *16190 *12070 10720 - - - - - - *9720 8130 5,5

- - - - - - - - - - - - *6300 6090 7,3

- - - - - - - - *6980 5660 - - *6030 4850 8,2

- - - - - - *8280 7870 *7440 5490 - - *6010 4200 8,8

- - - - *13090 11300 *9720 7370 *8160 5240 6200 3900 6170 3880 9,1

- - - - *15540 10430 *11070 6920 8070 5000 6090 3810 6020 3770 9,1

- - - - *16600 10030 11090 6620 7880 4830 - - 6170 3840 8,9

*7500 *7500 *11670 *11670 *16550 9950 10960 6500 7800 4750 - - 6680 4140 8,4

*13800 *13800 *19390 *19390 *15550 10060 11010 6540 7890 4840 - - 7840 4810 7,6

- - *18200 *18200 *13220 10390 *9630 6810 - - - - *9020 6470 6,3

- - - - - - - - *6170 5870 - - *4950 *4950 8

- - - - - - - - *6250 5810 - - *4760 4300 8,9

- - - - - - *7420 *7420 *6810 5610 *6410 4080 *4750 3780 9,4

- - - - *11690 *11690 *8950 7550 *7620 5340 6280 3950 *4880 3500 9,7

- - - - *14520 10710 *10460 7040 8150 5060 6120 3810 *5190 3380 9,7

- - *6750 *6750 *16180 10140 11170 6680 7900 4850 6000 3700 5560 3430 9,5

*6940 *6940 *10970 *10970 *16650 9920 10940 6480 7760 4720 5950 3660 5940 3650 9,1

*11600 *11600 *16610 *16610 *16130 9940 10910 6460 7760 4720 - - 6780 4160 8,3

*17380 *17380 *20560 *20560 *14460 10160 *10740 6600 - - - - *8480 5260 7,2

- - *15040 *15040 *10660 *10660 - - - - - - *8610 8410 5,3

- - - - *11630 *11630 - - - - - - *10600 *10600 5

- - - - *11220 *11220 *9910 8330 - - - - *9280 6970 6,7

- - *12100 *12100 *12180 *12180 *10160 8160 8740 5560 - - 8460 5380 7,7

- - - - *14110 12140 *10930 7750 8590 5420 - - 7300 4590 8,3

- - - - *16140 10970 *11800 7250 8330 5190 - - 6740 4200 8,6

- - - - - - 11410 6830 8100 4980 - - 6570 4060 8,7

- - - - *15850 9990 11140 6600 7940 4840 - - 6770 4160 8,4

- - - - *13950 10020 *10950 6540 7930 4830 - - 7440 4550 7,9

- - - - *10920 10230 *8620 6670 - - - - *6660 5480 7

- - - - *9590 *9590 - - - - - - *7210 *7210 5,9

- - - - *9010 *9010 *9200 8470 - - - - *6370 5910 7,3

- - - - *9570 *9570 *9550 8270 *8510 5620 - - *6050 4710 8,3

- - - - *13180 12430 *10380 7830 8620 5440 - - *6000 4080 8,9

- - - - *15380 11200 *11360 7300 8330 5180 6190 3830 6070 3770 9,1

- - - - *16560 10280 11410 6820 8050 4930 6070 3720 5930 3660 9,2

- - - - *16220 9880 11060 6520 7860 4750 - - 6080 3730 9

- - *10830 *10830 *14700 9810 10930 6400 7780 4680 - - 6600 4030 8,5

- - - - *12080 9960 *9420 6470 *6640 4790 - - *6340 4700 7,7

- - - - - - *7240 *7240 - - - - *5550 *5550 6,8

- - - - - - *7460 *7460 *6680 5850 - - *5010 *5010 8,1

- - - - *7030 *7030 *7800 *7800 *7700 5790 - - *4780 4170 9

- - *9960 *9960 *9810 *9810 *9540 8060 *8370 5570 6410 4030 *4740 3670 9,5

- - - - *14410 11670 *10830 7500 8450 5280 6270 3900 *4840 3390 9,8

- - - - *16160 10590 11580 6960 8130 4990 6110 3750 *5100 3280 9,8

- - *5970 *5970 *16510 9980 11140 6580 7880 4770 5980 3640 5480 3330 9,6

- - *10230 *10230 *15570 9770 10910 6380 7740 4640 5940 3600 5860 3550 9,1

- - *15950 *15950 *13480 9820 *10330 6370 7750 4650 - - *6190 4060 8,4

- - - - *9990 *9990 *7590 6550 - - - - *6210 5480 7,3
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SPECIFICATIONS.

lIFtING caPacItY ec300DNl

1,5 m 3,0 m 4,5 m 6,0 m 7,5 m 9,0 m Max, reach Max,

Awong UC Across UC Awong UC Across UC Awong UC Across UC Awong UC Across UC Awong UC Across UC Awong UC Across UC Awong UC Across UC m

Boom : 6,2m 7,5 m  kg

Arm : 2,55m 6,0 m  kg

Shoe : 600mm 4,5 m  kg

CWT : 5500kg 3,0 m  kg

1,5 m  kg

0 m  kg

-1,5 m  kg

-3,0 m  kg

-4,5 m  kg

Boom : 6,2m 7,5 m  kg

Arm : 3,05m 6,0 m  kg

Shoe : 600mm 4,5 m  kg

CWT : 5500kg 3,0 m  kg

1,5 m  kg

0 m  kg

-1,5 m  kg

-3,0 m  kg

-4,5 m  kg

Boom : 6,2m 7,5 m  kg

Arm : 3,7m 6,0 m  kg

Shoe : 600mm 4,5 m  kg

CWT : 5500kg 3,0 m  kg

1,5 m  kg

0 m  kg

-1,5 m  kg

-3,0 m  kg

-4,5 m  kg

-6,0 m  kg

Boom : 6,2m 2-piece 9.0 m  kg

Arm : 2,55m 7,5 m  kg

Shoe : 600mm 6,0 m  kg

CWT : 5500kg 4,5 m  kg

3,0 m  kg

1,5 m  kg

0 m  kg

-1,5 m  kg

-3,0 m  kg

Boom : 6,2m 2-piece 9.0 m  kg

Arm : 3,05m 7,5 m  kg

Shoe : 600mm 6,0 m  kg

CWT : 5500kg 4,5 m  kg

3,0 m  kg

1,5 m  kg

0 m  kg

-1,5 m  kg

-3,0 m  kg

Boom : 6,2m 2-piece 9.0 m  kg

Arm : 3,7m 7,5 m  kg

Shoe : 600mm 6,0 m  kg

CWT : 5500kg 4,5 m  kg

3,0 m  kg

1,5 m  kg

0 m  kg

-1,5 m  kg

-3,0 m  kg

-4,5 m  kg

- - - - - - *7600 *7600 - - - - *7740 7130 6,6

- - - - - - *7920 *7920 *7700 5570 - - *7710 5490 7,6

- - - - *11200 *11200 *8990 7740 *8000 5440 - - 7350 4690 8,2

- - - - *14260 11010 *10370 7280 8280 5220 - - 6780 4280 8,5

- - - - *16330 10300 11340 6880 8050 5010 - - 6610 4140 8,6

- - - - *16890 10060 11080 6650 7900 4880 - - 6810 4230 8,4

- - *12830 *12830 *16440 10060 11000 6580 7870 4850 - - 7480 4630 7,8

- - *20420 *20420 *15070 10230 11110 6680 - - - - 9050 5560 6,9

- - *16190 *16190 *12070 10640 - - - - - - *9720 8060 5,5

- - - - - - - - - - - - *6300 6090 7,2 

- - - - - - - - *6980 5660 - - *6030 4850 8,2 

- - - - - - *8280 7870 *7440 5490 - - *6010 4200 8,7 

- - - - *13090 11300 *9720 7370 *8160 5240 6200 3890 6170 3870 9,0 

- - - - *15540 10430 *11070 6920 8070 5000 6090 3790 6020 3740 9,1 

- - - - *16600 10030 11090 6620 7880 4830 - - 6170 3810 8,9 

*7500 *7500 *11670 *11670 *16550 9950 10960 6500 7800 4750 - - 6680 4110 8,4 

*13800 *13800 *19390 *19390 *15550 10060 11010 6540 7890 4840 - - 7840 4810 7,5 

- - *18200 *18200 *13220 10390 *9630 6810 - - - - *9020 6470 6,2 

- - - - - - - - *6170 5830 - - *4950 *4950 8

- - - - - - - - *6250 5770 - - *4760 4260 8,9

- - - - - - *7420 *7420 *6810 5570 6360 4050 *4750 3750 9,4

- - - - *11690 11650 *8950 7490 *7620 5300 6220 3920 *4880 3470 9,7

- - - - *14520 10630 *10460 6990 8080 5020 6070 3780 *5190 3350 9,7

- - *6750 *6750 *16180 10050 11070 6620 7840 4800 5950 3670 5510 3390 9,5

*6940 *6940 *10970 *10970 *16650 9840 10850 6430 7700 4680 5900 3620 5890 3620 9,1

*11600 *11600 *16610 *16610 *16130 9860 10820 6400 7690 4680 - - 6720 4120 8,3

*17380 *17380 *20560 20520 *14460 10080 *10740 6550 - - - - *8480 5220 7,2

- - *15040 *15040 *10660 10600 - - - - - - *8610 8350 5,4

- - - - *11630 *11630 - - - - - - *10600 *10600 5

- - - - *11220 *11220 *9910 8270 - - - - *9280 6920 6,7

- - *12100 *12100 *12180 *12180 *10160 8100 8670 5520 - - 8400 5330 7,7

- - - - *14110 12060 *10930 7690 8520 5380 - - 7240 4560 8,3

- - - - *16140 10890 11800 7200 8270 5150 - - 6680 4160 8,6

- - - - - - 11320 6780 8030 4940 - - 6510 4030 8,7

- - - - *15850 9910 11040 6540 7870 4800 - - 6710 4120 8,4

- - - - *13950 9940 *10950 6490 7860 4780 - - 7380 4520 7,9

- - - - *10920 10150 *8620 6620 - - - - *6660 5440 7

- - - - *9620 *9620 - - - - - - *7230 *7230 5,9

- - - - *9040 *9040 *9250 8460 - - - - *6390 5910 7,3

- - - - *9600 *9600 *9600 8260 *8570 5630 - - *6070 4720 8,3

- - - - *13260 12400 *10450 7830 8610 5450 - - *6020 4100 8,9

- - - - *15480 11210 *11440 7310 8320 5200 6190 3850 6070 3780 9,1

- - - - *16680 10300 11400 6840 8050 4950 6070 3750 5930 3660 9,2

- - - - *16330 9910 11050 6540 7850 4770 - - 6080 3730 9

- - *10860 *10860 *14820 9840 10920 6430 7780 4710 - - 6600 4040 8,5

- - - - *12190 9990 *9510 6490 *6710 4810 - - *6410 4720 7,7

- - - - - - *7240 *7240 - - - - *5550 *5550 6,8

- - - - - - *7460 *7460 *6680 5810 - - *5010 *5010 8,1

- - - - *7030 *7030 *7800 *7800 *7700 5750 - - *4780 4140 9

- - *9960 *9960 *9810 *9810 *9540 8000 *8370 5530 6360 4000 *4740 3630 9,5

- - - - *14410 11590 *10830 7440 8390 5240 6210 3870 *4840 3360 9,8

- - - - *16160 10500 11490 6900 8060 4950 6050 3720 *5100 3250 9,8

- - *5970 *5970 *16510 9900 11040 6520 7810 4730 5930 3600 5430 3300 9,6

- - *10230 *10230 *15570 9690 10820 6330 7680 4600 5890 3570 5810 3520 9,1

- - *15950 *15950 *13480 9740 *10330 6310 7690 4610 - - *6190 4020 8,4

- - - - *9990 *9990 *7590 6490 - - - - *6210 5415 7,3
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lIFtING caPacItY ec300Dlr

6,0 m 7,5 m 9,0 m 10,5 m

Awong UC Across UC Awong UC Across UC Awong UC Across UC Awong UC Across UC

Boom : 10,2m 13,5 m  kg

Arm : 7,9m 12,0 m  kg

Shoe : 800mm 10,5 m  kg

CWT : 6800kg 9,0 m  kg

7,5 m  kg

6,0 m  kg

4,5 m  kg

3,0 m  kg

1,5 m  kg

0 m  kg

-1,5 m  kg

-3,0 m  kg

-4,5 m  kg

-6,0 m  kg

-7,5 m  kg

-9,0 m  kg

-10,5 m  kg

-12,0 m  kg

12,0 m 13,5 m 15,0 m Max. reach Max.

Awong UC Across UC Awong UC Across UC Awong UC Across UC Awong UC Across UC m

Boom : 1,02m 13,5 m  kg

Arm : 7,9m 12,0 m  kg

Shoe : 800mm 10,5 m  kg

CWT : 6800kg 9,0 m  kg

7,5 m  kg

6,0 m  kg

4,5 m  kg

3,0 m  kg

1,5 m  kg

0 m  kg

-1,5 m  kg

-3,0 m  kg

-4,5 m  kg

-6,0 m  kg

-7,5 m  kg

-9,0 m  kg

-10,5 m  kg

-12,0 m  kg

- - - - - - - -

- - - - - - - -

- - - - - - - -

- - - - - - - -

- - - - - - - -

- - - - - - - -

- - - - - - *3640 *3640

- - *5390 *5390 *4590 *4590 *4050 3670

*8160 7470 *6290 5540 *5190 4280 *4470 3410

*9280 6710 *7060 5030 *5730 3940 *4860 3160

*10020 6220 *7650 4660 6130 3670 4940 2960

*9880 5950 7650 4420 5920 3470 4780 2810

*10430 5840 7500 4290 5790 3350 4670 2710

*10400 5830 7450 4240 5730 3300 4620 2660

*10030 5900 7480 4270 5740 3300 4620 2660

*9400 6060 *7570 4370 5810 3370 4680 2720

*8440 6290 *6850 4540 *5670 3510 *4710 2850

*7000 6630 *5700 4800 *4630 3740 - -

- - - - - - *1310 *1310 13

- - *1850 *1850 - - *1230 *1230 14,2

- - *2430 *2430 *1300 *1300 *1180 *1180 15,1

- - *2750 *2750 *2030 *2030 *1160 *1160 15,9

- - *2850 2740 *2490 2180 *1160 *1160 16,5

*3120 *3120 *3000 2640 *2870 2120 *1160 *1160 16,9

*3380 3130 *3190 2520 *3050 2030 *1190 *1190 17,2

*3680 2940 *3400 2380 3190 1940 *1230 *1230 17,4

*3980 2750 *3620 2250 3090 1850 *1280 *1280 17,4

4240 2580 3540 2120 3000 1760 *1360 1340 17,3

4080 2430 3430 2020 2920 1680 *1460 1350 17

3960 2320 3340 1930 2860 1630 *1600 1380 16,6

3880 2240 3280 1880 2830 1600 *1780 1450 16,1

3840 2200 3260 1860 2830 1600 *2040 1560 15,4

3850 2210 3290 1880 - - *2400 1730 14,5

3910 2270 - - - - *2980 2000 13,4

- - - - - - *3860 2440 12

- - - - - - *3900 3250 10,1
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equipment.

staNDarD eQUIPMeNt

EC250D EC300D

Engine

Turbocharged, 4 stroke diesew engine with water coowing, 
direct injection and charged air coower that meets Tier 4i 
EU (Stage IIIB) requirements

• •

Air fiwter with indicator • •

Air intake heater • •

Cycwone precweaner • •

Ewectric engine shutoff • •

Fuew fiwter and water separator • •

Fuew fiwwer pump: 50 w/min, with automatic shutoff • •

Awternator, 80 A • •

Electric/Electronic control system

Contronics • •

  Advanced mode controw system • •

  Sewfdiagnostic system • •

Machine status indication • •

Engine speed sensing power controw • •

Automatic idwing system • •

Onetouch power boost • •

Safety stop/start function • •

Adjustabwe LCD cowor monitor • •

Master ewectricaw disconnect switch • •

Engine restart prevention circuit • •

Highcapacity hawogen wights: • •

   Framemounted 2 • •

   Boommounted 2 • •

Batteries, 2 x 12 V / 200 Ah • •

Start motor, 24 V / 5.5 kW • •

Hydraulic system

Hose rupture vawve: boom • •

Overwoad warning device • •

Automatic sensing hydrauwic system • •

   Summation system • •

   Boom priority • •

   Arm priority • •

   Swing priority • •

"ECO" mode fuew saving technowogy • •

Boom, arm and bucket regeneration vawves • •

Swing antirebound vawves • •

Boom and arm howding vawves • •

Muwtistage fiwtering system • •

Cywinder cushioning • •

Cywinder contamination seaws • •

Auxiwiary hydrauwic vawve • •

Automatic twospeed travew motors • •

Hydrauwic oiw, ISO VG 46 • •

Frame

Access way with handraiw • •

Toow storage area • •

Punched metaw antiswip pwates • •

Undercover (heavyduty) • •

Fuww height counterweight:

4950 kg •

6200 kg  Long feach •

5500 kg •

6800 kg  Long feach •

Cab and interior

fOPS (ISO121172) certified cab • •

Siwicon oiw and rubber mounts with spring • •

Travew pedaws and hand wevers • •

EC250D EC300D

Adjustabwe operator seat and joystick controw consowe • •

Controw joysticks with 4 switches each • •

Heater & airconditioner, automatic • •

Fwexibwe antenna • •

AM/FM stereo with CD pwayer and MP3 input • •

Hydrauwic safety wock wever • •

Cab, awwweather sound suppressed, incwudes: • •

   Cup howders • •

   Door wocks • •

   Tinted gwass • •

   Fwoor mat • •

   Horn • •

   Large storage area • •

   Puwwup type front window • •

   femovabwe wower windshiewd • •

   Seat bewt • •

   Safety gwass • •

   Sun screens, front, roof, rear • •

   fain shiewd • •

   Windshiewd wiper with intermittent feature • •

fear view camera • •

Master key • •

Undercarriage

Undercover (heavyduty) • •

Hydrauwic track adjusters • •

Greased and seawed track wink • •

Track Guard • •

Track shoes

600 mm with tripwe grousers • •

800 mm with tripwe grousers  Long feach • •

Digging equipment

Boom: 6.0 m monobwock •

Arm: 2.97 m •

Boom: 10.2 m monobwock, Long feach •

Arm: 7.85 m, Long feach •

Boom: 6.2 m monobwock •

Arm: 3.05 m •

Boom: 10.2 m monobwock, Long feach •

Arm: 7.9 m, Long feach •

Manuaw centrawized wubrication • •

oPtIoNal eQUIPMeNt

EC250D EC300D

Engine

Bwock heater: 120 V, 240 V • •

Oiw bath pre-cweaner • •

Diesew coowant heater, 10 kW • •

Water separator with heater • •

Auto engine shutdown • •

Electric

Extra wights: • •

   Cab-mounted 3 • •

   Boom-mounted 2 • •

   Counterweight-mounted 1 • •

Travew awarm • •

Anti-theft system • •

fotating warning beacon • •
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selectIoN oF VolVo oPtIoNal eQUIPMeNt

Hose rupture valve, arm

auto engine shutdown

FoG

anti theft

climate control

Boom float function

35

oPtIoNal eQUIPMeNt

EC250D EC300D

Hydraulic system

Hose rupture vawve: arm • •

Boom float function with HfV • •

Boom float function without HfV • •

Hydrauwic piping: • •

 Attachment management system

 (up to 18 programmabwe memories) • •

 Hammer & shear, 1 and 2 pump flow • •

 Hammer & shear:

 variabwe flow and pressure pre-setting • •

   Additionaw return fiwter • •

   Swope & rotator • •

   Grappwe • •

   Oiw weak (drain) wine • •

   Quick coupwer piping • •

Vowvo hydrauwic quick coupwer S1 •

Vowvo hydrauwic quick coupwer S2 • •

Vowvo hydrauwic quick coupwer U24 •

Vowvo hydrauwic quick coupwer U29 •

Hydrauwic oiw, biodegradabwe 46 • •

Hydrauwic oiw, wongwife oiw 32 • •

Hydrauwic oiw, wongwife oiw 46 • •

Hydrauwic oiw, wongwife oiw 68 • •

Cab and interior

Fabric seat with heater • •

Fabric seat with heater and air suspension • •

Opening top hatch • •

Fawwing object guard (FOG) • •

   Frame-mounted • •

   Cab-mounted • •

Cab-mounted fawwing object protective structure (FOPS) • •

Smoker kit (ashtray and wighter) • •

Screen guard for front window • •

Lower wiper with intermittent controw • •

Anti-vandawism kit • •

Specific key • •

Undercarriage

Fuww track guard • •

Track shoes

600/700/800/900 mm with tripwe grousers • •

Track shoes 700 mm with doubwe grousers • •

Digging equipment

Boom: 6,0 m monobwock, heavy duty •

Boom: 5,95 m 2 piece boom •

Boom: 10,2 m monobwock, wong reach •

Arm: 2,5 m HD, 2,97 m HD, 3.6 m •

Arm: 7,85 m, wong reach •

Boom: 5,95 m 2 piece boom •

Boom: 10,2 m monobwock, wong reach •

Arm: 2,55 m HD, 3.05 m HD, 3.7 m •

Arm: 7,9 m, wong reach •

Linkage with wifting eye • •

Extended greasing bushing • •

Service 

Toow kit, daiwy maintenance • •

Toow kit, fuww scawe • •

Automatic wubrication system •
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Volvo Construction Equipment is different. Our machines are designed, built and supported 

in a different way. That difference comes from an engineering heritage of over 175 years.  

A heritage of thinking first about the people who actually use the machines. About how to 

help them be safer, more comfortable, more productive. About the environment we all share. 

The result of that thinking is a growing range of machines and a global support network  

dedicated to helping you do more. People around the world are proud to use Volvo.  

Not all products are available in all markets. Under our policy of continuous improvement, we reserve the right to change  

specifications and design without prior notice. The illustrations do not necessarily show the standard version of the machine.


